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Abstract- Neutron capture and transmission measurements were performed by the time-
of-flight technique at the Rensselaer Polytechnic Institute (RPI) linac facility using
metallic and liquid Gd samples. The liquid samplE!s were isotopically-enriched in either
155Gd or 157Gd. The capture measurements were made at the 25-mflight station with a
multiplicity-type capture detector, and the transmis.soion measurements were performed at
15- and 25-m flight stations with 6 Li glass scintillan;on detectors. The multilevel R-matrix

Bayesian code SAMMY was used to extract resonance parameters.

Among the significant findings are the following. The neutron width of the largest
resonance in Gd, at 0.032 e V in /57 Gd, has been l:'1easured to be (9:2:.1)% smaller than

that given in ENDF/B-VI updated through releasE~ 8. The thermal (2200 m/s) capture
cross section of /57 Gd.has been measured to be 1 J% smaller than that calculated from

ENDF. The other major thermal resonance, at 0.025 eV in 155Gd, did not display a
significant deviation from the thermal capture cros.s: section given by ENDF.

In the epithermal region, 1-300 eV; the analysi~, provided here represents the most
extensive to date. Twenty eight new resonances are proposed and other resonances
previously identified in the literature have been rel-'isited. The assignment of resonances
within regions of complicated structure inco,:porated the observations of other
researchers, particularly on the six occasio,ns where ENDF resonances are
recommended to be removed. The poor match of the ENDF parameters to the current
data is significant, and substantial improvement to jthe understanding of gadolinium cross
sections is presented, particularly above 180 e V 'where the ENDF resolved region for
155Gd ends.

In the epithermal energy range, natural metal samples were measured in capture and
transmission. The data were analyzed with the Bayesian code SAMMY. Resonance
parameters and resonance integrals have been calculated. The historical record was
reviewed during the analysis and judgments have bl~en made regarding the number and
location o/new epithermal resonances. The data clearly show that some resonances are
needed to supplement those given in ENDF. The isotope and spin of the new resonances
could not be determined and their neutron widths 11-'ere reported as 2agr n.
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I. Introduction

For many years, the accuracy of measured CJross sections exceeded that required
by the computer codes used for nuclear reactor calculations. With the increased use of
Monte Carlo methods utilizing increased computer Jmemory for more detailed models and
greater speed to permit more histories, this situation changed. The accuracy of the cross-
section data is now the limiting factor in many of these calculations.

The purpose of the present work is to measure the neutron cross sections of
gadolinium accurately. Gd has the highest thermall::ross section of any natural element.
Two large resonances exist slightly above thermal energy. The resonances are in 155Gd
and 157 Gd. The resonances are not resolved despite the use of separated isotopes.

Isotopically-enriched 155Gd and 157Gd samples were prepared as liquid solutions with
heavy water to produce uniform, thin samples. The;se thin samples were used in
conjunction with elemental, natural metal samples.

To achieve high-accuracy measured data, the KAPL/RPI (Rensselaer Polytechnic
Institute) Cross-Section Group has been actively involved in upgrading the experimental
equipment used in the measurement program at the RPI linear accelerator (linac) facility.
A high-efficiency, l6-segment, multiplicity-type gamma detector has been developed for
use in neutron capture measurements.l,2 An improved time-of-flight (TOF) analyzer,
which is interfaced directly to a data-acquisition computer, has been designed and
constructed to achieve high accuracy and handle high count rate measurements. 1,3

Improved linac targets have been developed to provide enhanced neutron production at
energies of interest.4,s,6 Special-purpose data reduc1:ion software has been written to
manipulate the data arrays, and the state-of-the-art SAMMY version M6 Bayesian
analysis program 7 has been obtained from Oak Ridge National Laboratory for neutron

resonance parameter determination. The neutron resonance parameters of interest are
resonance energy, Eo, neutron width, r n, and radiation width, r y.

II. Historical Review

A review of the prior measurements ofGd shows that the resonance parameters
for the low energy doublet (at ~0.03 eV) in ENDF/IJ-VI 8 updated through release 8 are

nearly identical to those of Moller et al.9 The neutron width of the low energy 1.55Gd
resonance and the radiation widths of both low energy resonances come directly from the
raper of Moller et al.9, while the ENDF value for the neutron width of the low energy
57Gd resonance is within 0.4% of the value given by Moller et al.9

In the region from 1.0 to 300.0 eV, most of1:he resonances occur in I55Gd and
157Gd. In these two isotopes, ENDF resonance parameters are based on a few
experiments, particularly Mughabghab and ChrienIO, SimpsonII, and Fricke et al.I2 The
other high-abundance isotopes, I58Gd and I60Gd, have few resonances and their
parameters come from Mughab~hab and ChrienIO and Rahn et al.I3 The minority
isotopes are 152Gd and 154Gd. 1 2Gd has a natural abundance of 0.2%. Its parameters
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come from Anufriev et al.14 and Macklin15. 154Gd has a natural abundance of2.1 %. Its
resonance parameters come from References 13 and 15 .

Excellent summaries of published resonance parameters are assembled in the
website of the National Nuclear Data Center at the Brookhaven National Laboratory
(http://www.nndc.bnl.gov). Of particular interest is the CINDA database
(http://www.nndc.bnl.gov /exfor/cinda.htm) which provides extensive lists of papers and
reports and summaries of resonance parameters for each isotope.

Many other authors contributed observed resonance energies and/or spin
assignments for resonances energies above 148 eV including Belyaev et al.16,
Karshzhavina et al.17.18, and Asghar et al.19.

Ill. 

Experimental Conditions

Neutrons are generated via photoneutron rea.ctions produced by the ~60 MeV
pulsed electron beam from the RPI linac. The pulse: of electrons strikes a water-cooled
tantalum target, where electron collisions generate bremsstrahlung (gamma radiation),
which in turn produces photoneutrons. The neutrons are moderated and drift down a long
evacuated flight tube to the sample and detector.I.3

Table I gives some details of these experiments including neutron targets, overlap
filters, linac pulse repetition rate, flight path length, and channel widths.

Two different linac targets were employed in the present series of experiments.
Epithermal transmission and capture data were measured using the bare bounce target.4
Here, the tantalum target is mounted off of the neutron beam axis, and a 2.54-cm-thick
polyethylene moderator is mounted adjacent to it on the neutron beam axis. Neutrons
scattered in the moderator drift down the flight tube to the detector location. Epithermal
measurements were made using an in-beam O.8-cm..thick B4C overlap filter to remove
any low-energy neutrons from a previous pulse.

Transmission and capture measurements in the thennal energy range utilized the
enhanced thennal target (ETT).S.6 This target was designed to enhance thennal and
subthennal neutron flux. The ETT consists of water-cooled tantalum plates with an
integral water moderator, a polyethylene moderator on the axis of the neutron beam, and
a graphite reflector.

The neutron energy for a detected event is detennined using the TOF technique.
The time from the linac electron burst, which creates the neutrons, to the time of the
detected event defines the flight time of the neutron. Combining this with precise
knowledge of the flight path length gives the neutron energy. The TOF analyzer used in
these experiments was designed and constructed in-house, and incorporates a 32 MHz
crystal-controlled oscillator coupled to a high speed scaler with 22-bit resolution. It
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operates as a single start/multiple stop device, meaning that a single linac burst initiates a
countdown cycle, during which any number of detected events causes the analyzer to
record an event. The TOF analyzer employs a fixed deadtime of 0.250 ~s to read each
event. The overall deadtime of the signal processing electronics has been set at 1.125 ~s
for capture measurements and 0.6 ~s for transmission measurements.!

The entire data-taking process was controlled by a Hewlett-Packard HP-l 000
Model A990 computer. During operation of the experiment, data are transferred from the
TOF analyzer to the computer memory via Direct Memory Access. The data-taking
software is completely menu driven and controls the sample changer, sorts the data into
individual spectra, and provides on-line display of the data being accumulated.
Descriptions of the TOF analyzer, data-taking computer system, data file structure, and
data reduction process are provided in Reference 1.

Table II lists the isotopic content of the gadolinium samples used in the
experiments. The purity of metal samples was 99.8%. The only significant contaminant
in the metal samples was tantalum with a manufaculrer-specified content of less than
0.1 %. The liquid samples were prepared by dissolving enriched gadolinium oxide in
DzNO3, and then diluting in 99.80% pure DzO. The: uncertainties in isotopic enrichment
of liquid samples given in Table II were determined by mass spectroscopy. No evidence
of contamination was observed in the liquid sample data.

Table III lists the samples' thicknesses and the measurements made with these
samples. The uncertainties in sample thickness for metal samples were propagated from
multiple measurements of sample weight and diameter. The diameter measurements
were the dominate component of the uncertainties.

All metal samples were natural elemental gadolinium sealed inside aluminum
sample cans. The thickness of aluminum on each of the front and rear faces of each
sample was 0.38 mm (15 mils; 1 mil = 0.001 in). The influence of these sample cans, as
well as all background, was measured by including empty sample cans in the capture
measurement. Background in transmission measurements is discussed in Section IV .B.

The liquid samples were enclosed in quartz cells. A drawing of the quartz cell is
given in Figure 1. The liquid samples were needed to measure the strong thermal region
doublet. The thinnest manufacturable metal sample of uniform thickness was 0.025 mm
thick. At this thickness the thermal region doublet is saturated. The liquid samples
provided a uniform solution of enriched Gd in heavy water. The heavy water minimized
non-Gd interactions. The sample container was a quartz cell with parallel inner walls. A
D20 blank in an equivalent quartz container was iru:luded in the liquid sample
measurements as a background measurement.
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Table III Elemental Metals and Liquid Isotopic Samples

Metal
Samples

atoms/bam
Gd

0.025 mm
(0.001 in)

9.119E-OS

Uncertainty
a/b Gd

6E-O8

Measurements Included

Thermal and epithermal
transmission 0.024-10 eV,
and capture 1-300 eV

0.051 mm
(0.002 in)

713E-O4 IE-O7 Thennal and
transmission
and caoture 1

0.127 mm
(0.005 in)

4. 127E-O4 5E-O7 Theffi1al and epitheffi1al
transmission 0.088-300 eV,
and cauture 1-300 eV

0.254 rnm
(0.010 in)-

7.806E-O4 4E-O7
---

Epithemlal transmission 10-300 eV

0.508 mm
(O.~in)

1.566E-O3 5E-07 Epithermal transmission 10-300 eV

0.889 mrn

(O.Olli~)
2.886E-O3 3E-O6

---

EpithemIal transmission 10-300 eV

3.926E-O3 2E-O6 Epithennal transmission 10-300 eV

8.070E-O3 2.1E-O5 Epithennal transmission and capture
10-300 eV

1.577£-02 3E-O5
--

Epithernlal transmission 10-300 eV

3.151E-O2 6E-O5 Epithennal transmission 10-300 eV

Liquid
Samples

I LX-I

atoms/bam
Gd
1.41E-O4
4.58E-O5
1.32E-O5

I 

LX-2

LX-4

II 

LX-5

I LX-(

I LX-7
I L)

Note 1 -In the chemical preparation of the liquid samples, the uncertainty in sample thickness is
limited by the two required measurements of volume, each with an estimated uncertainty of 0.2%.
The quadrature sum error is -v(2x1 ~0.3%. However, thicknesses determined in this manner have
been found to be discrepant by 2% (see Section VII.A).

Note 2 -These three samples, LX-9, LX-IO, and LX-II, were further diluted and therefore
required a third measurement of volume with an uncertainty of 0.2%.
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III.A. Capture Detector

The capture detector is a multiplicity-type scintillation gamma detector containing
16 sections ofNaI(TI), formed into a 30.5-cm diameter x 30.5-cm length (12-in x l2-in)
right circular cylinder with a 8.9-cm (3.5-in) through hole along its axiS.1.2.3 The cylinder
is split normal to its axis into two rings, and each ring is divided into 8 equal pie-shaped
segments. Each segment is optically isolated in a hermetically sealed aluminum can and
is mounted on an RCA 8575 photomultiplier tube. The total volume ofNaI(TI) is 20
liters. The capture detector used for the present measurements was located at the East
beam tube at a flight path 25.564 meters from the bare bounce target for epithermal
measurements. This flight path length was determined from measurements of precisely-
known uranium resonance energies.21 The capture detector is located 25.44 m from the
ETT for thermal measurements. This flight path length was also determined from
uranium data. The efficiency of the capture detector is assumed to be the same for all Gd

isotopes.

All samples were positioned at the center of the detector by a computer-controlled
sample changer. The sample changer accommodates up to eight samples, and cycles
them into the beam one at a time. The metal samples were 5.08 cm in diameter and the
neutron beam was collimated to 4.76 cm. Neutrons that scatter from the sample are
absorbed by a hollow cylindrical liner fabricated of boron carbide ceramic to reduce the
number of scattered neutrons reaching the detector. The liner uses boron enriched to 98.4
w/o loB for maximum neutron absorption. The liquid samples were 1.27-cm in diameter
and the neutron beam was collimated to 1.11 cm. The final collimator used for the liquid
sample measurements was an annular cylinder of loB powder placed inside the detector
just a few centimeters from the samples. The detector system discriminates against the
478 keY gamma ray from I~(n,a) reactions. A 15-cm (6-in)-thick, 7260-kg (16,000-lb)
lead shield surrounds the detector to reduce the gamma-ray background. Reference I
contains a description of the detector and its signal processing electronics.

III.B. Transmission Detectors

Neutron transmission measurements were conducted at the IS-meter and 25-meter
flight stations. The IS-meter station contains a 7.62-cm (3-in) diameter, O.3-cm-thick NE
905 6Li glass scintillation detector ( 6.6% lithium, enriched to 95% in 6Li) and is typically
used for measurements covering the energy range from 0.001 eV to 20 eV. The 25-meter
station contains a 12.70-cm (5-in) diameter, 1.27-cm-thick NE 905 6Li glass detector and
covers the range from 1 eV to 500 eV.

Each detector is coupled to a photomultiplier tube, which is in line with the flight
path. The transmission detector used for the epithermal measurements was located at the
center beam tube at a flight path of25.585 meters from the bare bounce target. The flight
path for thermal transmission measurements was 14.973 m. The thermal transmission
flight path length was deduced from measurement of known uranium resonances.21

8



Transmission samples along with empty sample holders, which are used to
measure the open-beam count rate, are mounted on an 8-position computer-controlled
sample changer. The transmission function, which is approximately the ratio of the count
rate with a sample in the beam to the count rate with samples removed, varies with
neutron energy. Each data run consists of one complete cycle through the samples, with
a predetermined number of linac bursts for each sample position. The distribution of
bursts per sample position is chosen to minimize the counting statistical error in the
measured cross section.22

IV. Data Reduction

IV .A. Capture Data

A capture experiment typically involves taking several kinds of data. Sample data
are taken with up to seven samples mounted on the sample changer. These usually
include about four samples of different thickness, a sample to be used for flux
normalization, and two or three empty sample holders for background evaluation.
Usually 32 TOF spectra are measured for each sample, i.e., 16 spectra of capture data,
and 16 spectra of scattering data, resulting in a data file size of approximately 8
megabytes per run. A minimum of 100 keY gamma energy is required in a detector
segment for the data to be counted. Data are recorded as capture events if the total
energy deposited in all 16 detector segments exceeds 1 MeV for epithermal and liquid
measurements or 2 MeV for thermal measurements. These discriminator settings have
been found to reduce background from 1281 decay. Data are recorded as scattering events
if the total gamma energy deposited falls between 360 and 600 ke V. This energy region
contains the 478 keY gamma emitted following an (n;a,y) reaction in the 10B4C annular
detector liner.

The linac electron burst widths and the channel widths for the Gd experiments are
summarized in Table I. Low-energy channels were grouped into fewer, wider channels
to accumulate better statistics per data point. The average accelerator current during each
experiment is also given in Table I. Each of these measurements lasted approximately 72
hours. In order to minimize data loss in the event of an equipment malfunction and to
average linac beam-intensity fluctuations an individual run duration of about one hour
was used. Multiple runs were summed off-line to accumulate the necessary statistical

accuracy.

Once accumulated, the time-of-flight data were subjected to a "consistency check"
in which data were accepted only when the recorded detector counts and beam monitor
counts fell within a range of statistical fluctuations. Any data where malfunctions
occurred were eliminated. Next, all data were dead-time corrected, similar data sets were
combined into composite data runs, and these were normalized to the neutron beam
fluence using fixed monitor detectors on the same or adjacent beam tubes. Background
was determined using normalized data measured with an empty sample holder mounted
on the sample changer.

9



For the thennal measurement of liquid samples, background was detennined
using a cell containing D2O. Background spectra were then subtracted from the
nonnalized, summed spectra. Finally, the 16 individual multiplicity spectra were
summed into a single multiplicity-independent total spectrum.

Processed capture data are expressed as yield. Yield is defined as the number of
neutron captures per neutron incident on the sample. Therefore, in addition to the sample
data, another set of data was needed to determine the energy profile of the neutron flux.
This was done by mounting a thick loB4C sample in the sample changer and adjusting the
total energy threshold to record the 478 keY gamma rays from neutron absorption in l~.
The boron absorption spectrum provides an accurate representation of the energy profile
of the linac's neutron beam flux convoluted with the l/v boron (n,a.) cross section. These
flux data give the shape of the neutron beam flux, but not its magnitude. The thermal
flux was normalized to the black (100% absorption) region below 0.01 eV in a 0.025-mm
(I-mil) natural metal Gd sample. This metal normalizing sample's diameter was 5.08 cm
(2-in), larger than that of the liquid samples. A geometric correction factor of 1.021 was
divided into the observed count rate in the normalizer. The factor was determined from a
measurement using 1.27-cm (O.5-in)-diameter and 5.08-cm (2-in) diameter black
cadmium samples The thermal flux shape was also smoothed using a cubic spline
interpolation. The epithermal flux was normalized to the black 6.3-eV predominantly-
capture resonance in Gd. A small correction (1.8%) was made for the scattering in the
6.3-eV normalizing resonance. The 2.54-mm (lOa-mil) sample data were used for this
normalization.

The zero time for each experiment was determined by performing a 'gamma flash'
measurement. The burst of gamma rays accompanying the neutron burst is detected by
the capture detector. The cen~roid of the gamma-flash peak, less the time for light to
travel the length of the flight path, is defined as the zero time of neutron production.

Finally, Yi , the capture yield in time-or-flight channel i, was calculated by:

C.-B., ,

Kf/Jj

Y,=
I

(1)

where Ci is the dead-time-corrected and monitor-normalized counting rate of the sample
measurement,
Bi is the dead-time-corrected and monitor-normalized background counting rate,
K is the product of the flux normalization factor and efficiency, and
<I>i is the unnormalized neutron flux.

Separate beam-monitor detectors including a 6Li glass scintillation detector and
two 235U fission chambers were used to monitor neutron intensity. The capture yield for
each sample was produced by dividing its monitor-normalized and background-corrected
capture spectrum by the normalized neutron flux spectrum. It was this capture yield and

10



its associated statistical uncertainty that provided input to the SAMMy7 data analysis
code that extracted the neutron resonance parameters.

Four liquid capture samples were used in the analysis of the thermal region. The
low energy cutoff for capture data in the thermal region was 0.01 eV. Four natural metal
samples were used in the epithermal region, 1-300 eV.

Flux-to-background ratios for the liquid sample thennal capture experiment are
given in Figure 2. The ratio in the region of the two strong thennal resonances in Gd is
greater than 10-to-l. Flux -to-background ratios for the natural metal epithennal capture
experiment are given in Figure 3. The ratio is greater than 100-to-l throughout most of
the epithennal resonance region.

IV.B. Transmission Data

The linac electron pulse width, channel widths, and average accelerator current
for the Gd experiments are summarized in Table I. Each of these experiments lasted
approximately 72 hours.

As with the capture measurements, a transmission measurement consists of many
individual runs of about one-hour in duration which are summed off-line to provide the
necessary statistical accuracy. Two sample changer positions were used to measure open
beam count rate, and these were placed at the beginning and middle of each sample cycle.
The time split between samples and open beam was optimized to minimize the error in
the cross section.22 For the thermal measurement, liquid sample cells containing D2O
were used as the open beam measurement. In this way the effect of the D20 and quartz
in the sample and open cells would cancel.

The large amount of data collected in each of the experiments was first run
through a statistical consistency check, as discussed earlier, to verify the stability of the
linac, the in-beam detector, and the beam monitors. The data were then corrected for
dead-time, and runs were normalized and summed.

The time-dependent background was obtained with the one-notch/two-notch
method.23 This method employs blacked-out notch filters of single and double material
thickness, and the resulting background determined from each was extrapolated to a zero
effective material thickness. The measured background was then fitted to a smooth
analytical function of time- of-flight for each sample, including the open beam
measurement. The resulting analytical expression was used for the background
correction. Finally, the transmission function was calculated from equation (2).

(2)



where
Tj, the transmission in time-or-flight channel i,

C;s and C;o are the dead-time corrected and monitor-normalized counting rates of

the sample and open measurements, respectively,
Bj is the time-dependent background counting rate,
Bs and Bo are the steady state background counting rates for sample and open

measurements, respectively, and
Ks and Ko are the normalization factors for the sample and open background

measurements.

The first thennalliquid sample measurement's background was nonnalized to the
extrapolated notch in Cd at 0.24 eV. Since this point is not at the peak of the cadmium
cross section, a later evaluation of the background fit was perfonned with a nonnalization
in the 0.15-0,17 eV region of the Cd notch and no significant differences resulted; i.e.,
results were within quoted uncertainties.

The second thennalliquid sample measurement's background was nonnalizedto
the extrapolated notch in Cd at 0.15 eV.

For the themlal metal measurement, a single exponential function was used to
interpolate between two known background points: a fixed indium notch at 1.4 eV and
the region below 0.01 eV, where all metal Gd samples are black. Nomlalization
constants Ks and Ko were fixed at 1.0 for the themlal metal measurement. Each sample's
background function was calculated individually.

The first epithermal measurement's background was normalized to the
extrapolated notch in silver at 5.2 eV for all samples except the 1.02-cm (400-mil)
sample, which was normalized at the saturated 20.5 eV resonance in Gd.

The second epithennal measurement's background was nonnalized to the
extrapolated notch in tungsten at 18.8 eV.

The epithemlal flight path length (~25.6 m) and zero time were fitted to match the
energies from epithemlal capture data.

The flight path of the themlal measurements was 14.973 m.24 The zero-time for
each experiment was detemlined by perfomling a 'gamma flash' measurement. The burst
of gamma rays accompanying the neutron burst is detected by the 6Li glass detector. The
centroid of the gamma-flash peak, less the travel time for light to travel the length of the
flight path, is defined as the zero time of neutron production.

Seven liquid transmission data sets were used in the thermal analysis. Three
natural metal samples were used in the thermal and epithermal energy ranges up to 10
e V. Eleven additional natural metal transmission data sets were used in the epithermal
analysis from I -300 eV.

12



Signal-to-background ratios for the two liquid sample thermal experiments are
given in Figure 4. The ratio in the region of the two strong thermal resonances in Gd is
greater than 2000-to-1. Signal-to-background ratios for the metal sample thermal
experiment are given in Figure 5. The ratio in the region of the two strong thermal
resonances in Gd is approximately 1000-to-1. These data were also analyzed in the
epithermal resonance region up to 10 eV where the signal-to-background ratio was
approximately 200-to-1. Signal-to-background ratios for the two metal sample
epithermal experiments are given in Figure 6. The ratios in the epithermal resonance
region are rather constant with energy at approximately 45-to-1 for the boron-filtered
experiment and approximately 75-to-1 for the cadmium-filtered experiment.

IV.B.l Transmission Data- Accounting for Open Beam Leakage

Three of the liquid transmission samples (LX-l,5, and 6) were black at
subthermal energies (See Figure 7). These data appear to have reached a constant value
somewhere above zero transmission. If the samples are truly black, the count rate in the
sample data (before being divided by the flux to calculate transmission) should be zero.
Figure 8 shows that the sample-in counting rates for these samples are not zero in the
region 0.0 -0.02 eV where transmissions are constant (Figure 7). When the open beam
measurement is compared to the shape of these sample-in count rates (Figure 8), there is
a remarkable agreement in shape. It is believed that a small physical misalignment of the
samples with respect to the beam centerline occurred. When these fractions of open
beam are subtracted from the transmission data, each sample's transmission reduces to a
constant value of zero in the subthermal region. The fractions of beam "leaking by" these
samples were LX-I: 0.15% of open, LX-5: 1.3% of open, LX-6: 0.56% of open. These
three fraction-open-beam-corrected data sets were used in the SAMMY analysis. No
other samples were adjusted for this problem.

V. Analysis Methods

Resonance parameters, neutron width, r n, radiation width, r y, and resonance
energy, Eo,were extracted from the capture and transmission data sets using the multi-
level R-matrix Bayesian code SAMMY version M67. This was a combined transmission
and capture analysis, which employed the resolution broadening, self-shielding, multiple-
scattering, and diluent features of SAMMY.

Resolution broadening refers to the combined effects of the linac electron burst
width, the time delay in the moderator, the TOF channel width, and the effect of the
detector system. Burst width and channel width are entered as SAMMY input
parameters. All other components of the resolution function are handled collectively as
an analytical function of amplitude versus time whose integral over time is unity. The
function describing the RPI linac experimental configuration is now an explicit option in
SAMMy.7

13



In capture, the resolution function is modeled as a Gaussian pulse with an
exponential tail. The width of the Gaussian is that of the pulse of neutrons measured in
the 'gamma flash' experiment. The tail is characterized by an exponential folding width
in j.1s, described as variable DELTAE in Reference 7, Section IV.A.2.b. A value of 0.060
j.1s was used for the DEL T AE variable in SAMMY for both thermal and epithermal
data.25

In transmission the resolution function used was the function specifically included
in the SAMMY code for the RPI linac facility. The RPI resolution function parameters,
as determined by Reference 25, were used in the present analysis for both thermal and
epithermal data.

The self-shielding correction accounts for the attenuation of the incident beam in
the sample. The multiple-scattering correction accounts for the increase in observed
capture yield due to capture of neutrons scattered from higher energies. Both corrections
were applied in SAMMY for all capture analyses. Thick sample data were used only
when a resonance had a poor signal-to-background ratio in thinner sample data.

The SAMMY geometry does not allow layers; it must consist of a homogeneous
mixture of materials. In SAMMY, the Gd and D2O are modeled, but not the quartz cell.
The three-dimensional geometry in MCNP26 allowed a realistic treatment of the neutron
scattering and capture in Gd, D2O and quartz cell geometry. Two models were made to
simulate the data. The data are the difference between the yields of a quartz cell
containing a Gd and D2O mixture and a cell containing only D2O. A third model was
made to mimic the geometrical representation in SAMMY, which is Gd and D20 in a
homogeneous mixture with no quartz. The ratio of the MCNP-calculated capture yields
in the homogeneous slab geometry to those of the data simulation vs energy is an
estimate of the fraction of captures due to quartz-to-gadolinium scattering (see Figure 9).
It was used as a correction factor on the measured capture yields. A typical distribution
of this factor with energy is shown in Figure 9 for sample LX-4. More detail is provided
in Appendix A.

For liquid thennal transmission analysis, no diluent, i.e., DzO, specifications are
needed. That is because DzO-only "blank" cells are used for the open beam measurement
and therefore the effect of the diluent cancels experimentally from the transmission,
defined as (quartz + sample + diluent) / (quartz + diluent-only open beam). Therefore,
the SAMMY model includes only Gd. The presence of Gd in the samples is so dilute that
there is no need to account for DzO displaced by the Gd.

Table IV summarizes the Gd evaluations from ENDF/B-VI8 updated through
release 8. These are the latest Gd evaluations. Whenever the term ENDF is used in this
report, refer to Table IV for the specific evaluation used for each isotope. As a starting
point, SAMMY utilized Gd parameters from the evaluations listed in Table IV.
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Table IV Summary of Gadolinium ENDF Evaluations

The following assumptions were made for the SAMMY analysis:

.Background was not fitted during the SAMMY analysis which detennined the final
resonance parameters. Background was only varied in transmission in the 10-80 eV
region as a sensitivity study for the purpose of detennining uncertainties (see Section VII
and Appendix B).

.Resonance parameters of the two bound level resonances ofGd (ls2Gd and Is4Gd) were
not varied.

.Nonnalization was not varied for either capture or transmission in the epithennal
regIon.

.Energy regions over which each sample has been fitted are given in Table III. Low
energy cutoffs were chosen at a point where transmission falls below 1 %. The thermal
flux peaks at ~O.O8 eV and drops off rapidly with decreasing energy. The combination of
low flux and the highly absorbing nature of gadolinium at subthermal energies led to
regions of low transmission where the accuracy of the background treatment is important.

.There were concerns about background in both epithennal transmission measurements
using metal samples below 80 e V, and particularly below 10 e V. Therefore, the low-
energy cut-off for these data sets was 10 eV.

The potential scattering lengths used in the present analysis for gadolinium are
given in the "Initial values" column of Table V. They are taken from ENDF. The
potential scattering lengths for each of the gadolinium isotopes except 152Gd were varied
with SAMMY to obtain a better fit to the thick (5.08-rnrn) transmission data. The
resulting potential scattering lengths are given in Table V. The initial values listed in the
table were used for the resonance parameter analysis.

The radius to be used for penetrabilities and shifts were calculated using equation
(3).7

23 * AWRI 1/3 + 0.8
(3)a=
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Table V -Potential Scattering Lengths for Gadolinium Isotopes

where,
a is the channel radius, and
A WRI is the atomic weight given in the ENDF file,

on the mass of the neutron rather than amu.
This atomic weight is based

The potential scattering lengths used for deuterium and oxygen in the liquid
samples were 5.20 fIn and 5.46 fIn, respectively. These radii were calculated from
potential scattering cross-sections, deuterium as = 3.4 barns, oxygen as = 3.75 barns.27
The effective temperature was 293 K, and no external R-function was employed. Distant
resonances were represented by including all of the resonances present in the ENDF file.
No p-wave resonances were observed in the energy range currently being reported. The
calculations determined the resonance energy, Eo, and the resonance widths, r n and r y'
The present measurements assumed the same spin assignments as ENDF for all
resonances analyzed.

The manufacturer-specified tantalum content of the natural metal samples was
less than 0.1 %. A SAMMY fit of thick samples to the strong 4.28 eV resonance in
tantalum yielded an abundance of 0.13% which was used in all resonance parameter fits.
That is, all ENDF resonances for Ta were included in all metal-sample SAMMY
calculations with an abundance of 0.13%.

Resonance integrals are defined in equation (4).

~

fO"c(E)_dE-O.5eV E
RI= (4)

where RI is the infinitely dilute capture resonance integral, in barns, and
acrE) is the neutron capture cross section in barns
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Resonance integrals and thennal cross sections were calculated using the NJoy28
program. The resonance integrals were evaluated from 0.5 eV to 20 MeV. One
calculation was perfonned using ENDF resonance parameters and one calculation was
perfonned with RPI resonance parameters replacing the ENDF parameters for all
resonances below 300 eV. Results are presented in Section VI.C.

VI. Results

VI.A Results- Thelmal

Resonance parameters were varied in a covariance-matrix-linked calculation
using the SAMMY code. The resulting resonance parameters for the two thermal region
resonances are given in Table VI. ENDF/B-VI resonance parameters are nearly identical
to those of Moller et al.9 The uncertainties given in Reference 9 are reported as ENDF
uncertainties in Table VI. The uncertainties given in Table VI for the thermal region
were estimated to be on the order of 10: and include the following considerations: internal
consistency of the transmission data, reproducibility of transmission results, the
uncertainty in capture flux norm~lization, and the balance of interactions between the
overlapping 155Gd and 157Gd thermal resonances. The methods used to estimate the
KAPL/RPI uncertainties are discussed in Section VII.A and Appendix B. Since both of
these resonances are predominantly capture resonances, both transmission and capture
measurements were essentially measuring capture. The neutron width is the resonance
parameter that was most sensitive to the data in both capture and transmission. Neutron
widths for both resonances were found to be smaller than ENDF, by 9% in the 157Gd
resonance and by 7% in the smaller 155Gd resonance.

Fourteen samples were included in this calculation: seven liquid transmission
samples (4 enriched in 155Gd, 3 enriched in 157Gd), three natural metal transmission
samples, and four liquid capture samples (2 enriched in 155Gd, 2 enriched in 157Gd). No
natural metal capture measurements were made. Capture yield data were normalized to
transmission by including capture normalization as a variable in the fit. The resulting
capture normalization factor was 0.9 times the initial estimate described in Section IV
(Data Reduction). Results of the thermal fit are shown in Figure 10 -Figure 16.

Figure 10 shows the 0.051 mm (2-mil) metal sample in transmission. The fit
shows better agreement to the current data than that from ENDF parameters below 0.1
eV. The thermal-region 157Gd resonance is approximately four times stronger than the
155Gd resonance and their relative abundances in natural metal are approximately the
same (see Table II). Figure 11 shows the SAMMY fit to a 155Gd-enriched liquid sample
in transmission, LX-4 (See Table II). Figure 12 shows the SAMMY fit to a 157Gd-
enriched liquid sample in transmission, LX- 7 (See Table II).

Figure 13 shows the SAMMY fit to a "thick" 155Gd-enriched liquid sample in
transmission, LX -1 (See Table II). The data shown have been corrected for the 0.15%
open beam leakage discussed in Section IV .B.1. Figure 14 shows the SAMMY fit to a
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Table VI

Thermal Results: Resonance Parameters

"thick" 157Gd-enriched liquid sample in transmission, LX-6 (See Table II). The data
shown have been corrected for the 0.56% open beam leakage discussed in Section
N .B.l. The inability of a single set of resonance parameters to fit all data sets
simultaneously is due to internal inconsistencies in the data.

Figure 15 shows the SAMMY fit to a 155Gd-enriched liquid sample in capture,
LX-4 (See Table II). Notice that the SAMMY fit to these data is actually poorer than that
from ENDF ~arameters. This is a consequence of the internal inconsistencies between
data sets. 15 Gd neutron width is determined predominantly from natural metal

transmission data and 157Gd-enriched liquid sample transmission data. Capture
normalization, in turn, is determined predominantly by the transmission-derived 157Gd
neutron width. The 155Gd neutron width is determined predominantly by 155Gd-enriched
li~uid transmission data, and to a lesser extent, by natural metal transmission data and
15 Gd-enriched liquid sample capture data. In the present data, transmission data have

smaller statistical uncertainties than capture yield data, and thick samples have more
influence on derived resonance parameters than thin samples in both capture and
transmission. 22 The fact that a unique set of two neutron widths and one capture

normalization factor could not be found that matched all data sets is addressed in the
discussion of uncertainties in the next section (Section VII). Figure 16 shows the
SAMMY fit to a 157Gd-enriched liquid sample in transmission, LX-II (See Table II).
The figure shows that the capture normalization factor (0.9) has been chosen to match the
1 57Gd-enriched data (Figure 16) using the neutron width of the dominant resonance

(0.031 eV in 157Gd), determined primarily from transmission data.

VI.B Results- Epithennal

The epithermal region was analyzed in two parts. First the 1-10 eV region was
fitted with a combination of thermal transmission and epithermal capture data sets (see
Section V). Second, the 10-300 eV region was fitted using data entirely from natural
metal samples in capture and transmission. Resonance parameters for the epithermal
region are given in Table VII. The uncertainties quoted in Table VII for the epithermal
region were estimated to be on the order of 10", are described in Section VII.Band
Appendix B, and include the following considerations: Consistency between capture and
transmission results, stability of radiation widths, uncertainty in transmission background
treatment, and Bayesian statistical errors. There are 28 new resonances introduced that
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Table VII Epithermal Results: Resonance Parameters

Energy ry
Energy ENDF ry ENDF

eV meV meV meV

rn
ENDF
meV

~SO-
TOPE
ENDF

J
ENDF

0.371
1.744
0.345
0.044
2.000
1.120
0.168
0.600
0.350
0.880
4.650
3.200
0.400

12.800
0.392
4.560

11.360
15.600

0.376
6.000

11.500
0.813
3.120
1.840
1.120
4.320

10.400
1.120
1.867

14.600
1.600
6.133
1.840

84.000
8.400
1.040

39.000
1.307
3.060

17.333
8.960
2.240
5.360
3.200
0.653

24.000
1.800

18.667
19.467

!155
1155
!

1157
1155
1155
1155
1155,

1155
i

1154
i155
I

i152

:155
1157
I

!157
i155

1155
1157,

!155

i157
i158
I

154
1157
1155
1157
1155

1155
!155!

1155
!

i155
1156
i155

1155
i155
!152
I

155
155
152
157
,152
1155
I

1157
1155
1155
I

1154

1155
157
154
155
i155

1
2
2
1
2
2
2
1
M

2

M

1
1
2
2
2
2
2
2

M

M
1
2
2
1
2
2
2
1
M

1
1
2

M

1
2

M

1
M

1
2
2;

2

M
1
2

M

1
1

2.008 128 + 1 110.00
2.568 107.1 + 0.4 111.00
2.825 109.7 + 0.9 97.00
3.616 130 130.00
6.300 108.8 + 0.6 114.00
7.750 109 + 1 124.00

10.010 110 ~ 20 115.00
11.530 120 + 40 125.00
11.580 90 + 80 88.00
11.990 130 + 20 112.00
12.350 58.6 58.60
14.510 130 + 10 103.00
16.240 130 + 30 91.00
16.770 112 + 7 80.50
17.770 130 + 40 120.00
19.920 118 + 6 104.00
20.560 106 + 8 88.00
21.030 140 ~ 20 98.00
21.650 80 + 40 114.00
22.300 100 + 40 96.00
22.330 100 +100 88.00
23.330 140 + 30 121.00
23.670 140 + 10 120.00
25.400 130 + 30 85.00
27.570 140 + 20 125.00
29.580 113 ~ 2 108.00
30.100 130 + 10 100.00-
31.720 140 + 20 118.00
33.140 110 + 30 109.80
33.230 98 + 3 90.00
33.510 120 ~ 90 115.00
34.830 131 + 4 152.00
35.470 140 + 10 118.00
36.860 56 56.00
37.120 139 + 6 101.00
39.000 130 ~ 60 118.00
39.300 56 56.00
40.170 120 + 40 110.00
42.730 56 56.00
43.920 140 + 90 136.00
44.220 120 + 70 96.00
46.100 128 + 6 126.00
46.870 140 + 30 100.00
47.070 89 + 8 88.00
47.730 107 + 10 109.80
48.790 118 + 9 90.00
49.500 90 + 40 88.00
51.380 130 + 30 109.80
52.130 140 ~ 20 115.00

I'n

(2agI'n for
unassigned)

meV
0.40 + 0.01

1.706 + 0.003
0.377 + 0.004

0.05:!: 0.02
2.20:!: 0.01
1.16 + 0.01
0.20 + 0.04
0.78 + 0.08

0.2 + 0.2
1.12 + 0.04
4.65
3.43 + 0.09
0.44 + 0.03
13.9 + 0.5
0.47 + 0.04
4.5 + 0.1

13.4 + 0.4
11.6 + 0.5
0.34 + 0.08
7.1 + 0.8
20 + 10
1.3 + 0.3

2.91 + 0.08
1.99 + 0.06
1.31 + 0.04
4.8 + 0.1

11.1 + 0.5
1.24 + 0.07

1.6 + 0.6
14 + 2

1 + 4
6.8 + 0.2

2.17 + 0.06
84
8.3 + 0.3

1.25 + 0.07
39
1.6 + 0.2

3.06
18 + 9

9:!: 5
2.3 + 0.1

10.2 + 0.4
2.4 + 0.6

0.39 + 0.03
26.7 + 0.5

3 + 1
20.3 + 0.6
20.9 + 0.8

2.0120 + 0.0002
2.5729 + 0.0003
2.8287 + 0.0003

3.616 + 0.003
6.3057 + 0.0002
7.7477 + 0.0004

9.991 + 0.003
11.508 + 0.001

11.57 + 0.05
11.964 + 0.008

12.35
14.476 + 0.009
16.201 + 0.005

16.78 + 0.01
17.729 + 0.005

19.86 + 0.01
20.51 + 0.02
20.97 + 0.02
21.59 + 0.02
22.30 + 0.04

22.5 + 0.2
23.28 + 0.03
23.60 ~ 0.02
25.35 + 0.01

27.509 + 0.002
29.50 + 0.02
30.05 + 0.02
31.66 + 0.01

33.1 + 0.2
33.14 + 0.03

33.4 + 0.3
34.73 + 0.02
35.39 + 0.01
36.86

37.066 + 0.003
38.93 + 0.01
39.30
40.08 + 0.01
42.73
43.83 + 0.07
44.11 + 0.04
45.~8 ~ 0.02
46.79 + 0.02
47.18 + 0.04

47.628 + 0.006
48.68 + 0.03
49.63 + 0.07
51.25 + 0.03
52.01 + 0.03
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Table VII (continued) Epithermal Results: Resonance Parameters

Energy ry rn
Energy ENDF r y ENDF (2agr n for

eV meV meV meV unassigned)
meV

1.2 + 0.2
8.7 + 0.2
2.5 + 0.1

32.0 + 0.6
6.9 + 0.4
8.5 + 0.5

0..49 + 0.05
32 + 5
0.5 + 0.4
16 + 2
12 + 4
60
2.0 + 0.9
3.0 + 0.3
0.9 + 0.1

8 + 1
80 :!:.. 20

0 + 3

1.44 + 0.09
24 + 2
7.1 + 0.6

10.3 + 0.1
2.2 + 0.3

5.11
11.1 + 0.4

2.5 + 0.2
142
2.14 + 0.06
3.48 + 0.07
0.64 + 0.09

7.1 + 0.4
3.8 + 0.7

22.0 + 0.4
11.7 + 0.4

2.5 + 0.2
43 + 1
48 + 7
1.3 + 0.2
2.1 + 0.2

1.52 + 0.06
5 + 1

70 + 40
6 + 1

11 + 2
9 + 2
4 + 1

7.3 + 0.5
50 + 20
9.1 + 0.2
20 + 1

22.2 + 0.9

rn
ENDF
meV

fSO-
TOPE
ENDF

J

ENDF

52.89 + 0.02 53.030
53.62 + 0.02 53.740
56.12 + 0.01 56.220
58.26 + 0.03 58.300
59.30 + 0.01 59.320-
62.73 + 0.02 62.840

64.028 ~ 0.006 64.090
65.21 + 0.01 65.060

66.4 + 0.5 65.200
66.53 + 0.01 66.560

69.4 + 0.1 69.400
74.34 74.340
76.00 + 0.03 76.120
76.85 + 0.01 77.000
77.63 + 0.01 77.800
78.75 + 0.06 78.800
80.04 + 0.07 80.200

80 + 1 80.050
80.9 + 0.3 80.900

81.30 + 0.04 81.480
82.10 + 0.04 82.240
83.97 + 0.02 84.200
84.91 + 0.01 85.000
85.55 85.550
87.17 + 0.03 87.210
90.51 + 0.02 90.500
92.40 92.400
92.47 + 0.02 92.500
92.90 + 0.03 92.800
93.99 + 0.01 94.100
95.70 + 0.03 95.700

96.4 + 0.2 96.600
96.6 + 0.1 96.520

98.30 + 0.03 98.300
99.9 + 0.1 100.200

100.16 + 0.06 100.200
100.72 + 0.08 100.700
101.20 + 0.09 101.100
101.42 + 0.02 101.400
102.03 + 0.03 102.100
104.36 + 0.09 104.400
104.89 + 0.08 104.950

105.8 + 0.1 105.900
106.05 + 0.08 105.600
107.14 + 0.04 107.100
107.46 ~ 0.06 107.460
109.37 + 0.02 109.600
110.54 + 0.07 110.460
112.40 + 0.04 112.400
113.81 + 0.05 113.800
115.37 + 0.06 115.350

80
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110
100
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130
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50.4
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Table VII (continued) Epithermal Results: Resonance Paramet~~rs

Energy ry rn
Energy ENDF ry ENDF (2a'grn for

eV meV meV meV unassigned)
meV

21 + 1
2.5 + 0.4

140 + 40
40 + 6

150 + 20
4 + 1

14.6 + 0.4
1.7 + 0.2
3.4 + 0.3
22 + 3

1.27 + 0.08
5.3 + 0.4
3.4 + 0.2
1.9 + 0.1

rn
ENDF
meV

ISO-
TOPE
ENDF

J
ENDF

116.56 +
118.66 +
120.83 +
123.35 +
124.25 +
124.49 +
126.11 +
128.53 +
129.82 +
130.79 +
131.37 +
133.04 +
133.95 +

135.13 +
DISCARDED
DISCARD$D

137.99 +
138.2 +
138.9 +

139.37.:!:
140.00
140.55 +
141.30 +
143.75 +
145.66 +
147.02 +

148.2 1:

148.4.:!:
148.55 +
149.53 +
150.37 +
150.62 +
152.27 +
153.80 +

156..4 +

156.701:
160.00
160.03 1:
161.57 +

164.8 1:
165.00 +
168.20 +

168.601:
169.4 +
170.2 +
170.4 +
171.2 +
171.6 +
173.5 +

173.80
175.46 +

0.06 

116.5000.02 
118.6000.01 
121.0000.05 
123.4000.08 
124.0000.03 
124.4000.02 
126.0000.02 
128.6000.01 
129.8000.01 
130.8000.01 

NEW0.01 
133.0000.01 
133.8000.02 
134.700
i35.100
137.9000.08 
137.800

0.2 138.700
0.2 139.2000.05 

139.300
140.0000.05 
140.4000.01 
141.4000.01 
143.6100.01 
145.6000.Ol146.900

0.2 148.400
0.3 148.2000.05 

148.310
0.03 149.600
0.04 150.2000.03 

151.2000.01 
152.2000.05 
154.000

0.1 156.3000.02 
156.430
160.0000.07 
160.100

0.08 161.600
0.2 164.500

0.09 164.830
0.09 168.300
0.04 168.030
0.1 169.250
0.1 170.300
0.1 170.400
0.2 171.250
0.1 171.400
0.1 173.500

l73.800
0.05 175.600

120
110
130
200
110
120
110
110
110
150
130
140
110
110

+ 80
+ 50
+ 30

+100
.!. 50
+ 20
+ 60
+ 30
+ 40
+ 30
+ 10
+ 20
+ 30
+ 60

116.109.

91.159.

85.109.109.109.109.109.

NE109.109.109.

99.
99.109.

86.
91.
99.
58.109.109.

88.109.109.

88.109.

99.109.109.

86.109.109.109.

91.
58.109.109.

77.100.109.

99.
99.109.

88.
99.

109.
109.

30.
109.

17.
2.

132.
36.

124.
6.

20.
1.
2.

48.
N

3.
2.
O.
O.

78.
21.
82.

124.
10.
78.

4.
1.

60.
6.
3.

38.
9.

24.
33.
24.
41.
8.
1.
7.

19.
2.
9.

20.
105.

20.
30.

3.
3.
8.
5.

44.
9.

32.
86.
2.

155 1
155 2
157 2
155 1
154 ~
155 2
155 1
155 2
155 2
155 1
UNASSIGNED
155 1
155 2
155 2
157 2
157 1
155 1
157 1
154 ~
157 1
152 ~
155 1
155 2
157 2
155 2
1552
154 ~
155 2
157 1
155 1
155 2
156 ~
155 1
155 2
155 2
157 2
152 ~
155 2
155 2
154 ~
157 2
155 1
157 1
157 2
155 2
154 ~
157 1
155 2
155 2
152 ~
155 2

90 + 30
21 + 9
40 + 10
40 .!. 10

78.8
4.9 + 0.3

1.69 + 0.08
60 + 10
6.5 + 0.3
5.3 + 0.2
46 + 10
8.6 + 0.9
24 + 1
36 + 2
80 + 30
23 + 7
6.2 + 0.8
1.1 + 0.2
30 + 10
13 + 5

2.83
10.3 + 0.5
21.6 + 0.8
158 +' 2

23' -:; 6
31 + 4
3.333
3.4 + 0.2

8 + 1
4.9 + 0.4

120 + 40
18 + 1
33 + 2
86
4.2 + 0.6

120 + 80
100 + 10

94 + 8
100 + 70

58.6
130 :t. 10
120 + 10
130 + 30
150 + 20
130 + 10
120 + 20
110 + 10
140 + 30
110 + 40
110 + 40

80 + 30
150 + 40
160 + 30
110 + 80
140 + 50

58.6
110 + 50
150 + 20

98 + 7
100 + 80
123 + 6

99.95
90 + 10
80 + 30
85 + 9

100 + 10
110 + 60
110 + 80

30.1
110 + 40

21

00
80
00
00
00
80
80
80
80
80
W

80
80

80
95
95

80
00
00
95
60
80
80
00
80
80
00

80
95
80
80
00
80
80
80
00
60
80
80
00
00
80
95
95
80
00
95
80
80
10
80

333
000
000
000
000
640
533
120
560
533
EW
733
320
880
880
667
333
667
000
000
800

133
040
000
160
760
000
600
000
333
800
700
000
120
680
760
830
600
000
000
560
133
333
280
320
000
000
200
800
000
080



Table VII (continued) Epithermal Results: Resonance Parametf~rs

Energy ry rn
Energy ENDF r y ENDF (2agr n for

eV meV meV meV unassigned)
meV

13 + 2
17.0.:!: 1.0

9.7 + 0.3
1.3 + 0.2
34 + 8
0.6 + 0.1
84
3.5 + 0.2
0.3 + 0.1
60 + 60
60 + 80

200 + 100
80 + 50

rn
ENDF
meV

ISO-
TOPE
ENDF

J
ENDF

177.99 +
178.73 +
180.34 +
183.20 +

183.94.i
185.11 +
185.70
187.36 +
189.30 +

190.9 +
194.6 +
198.4 +
199.5 +
DISCARDED

201.99 +
DISCARDED

203.10
203.39 +
205.75 +
DISCARDED
DISCARDED

207.77 +
209.1 +

210.32 +
211.57 +
212.32 +
213.68 +
214.77 +
217.23 +
218.57 +
220.24 +
222.22 +
223.30
224.90 +
227.91 +
229.52 +
230.86 +
231.40
232.85 +
235.9 +
237.3 +

238.00
239.56 +
243.17 +
245.16 +
246.80 +

248.83.i
250.51 +
252.40
253.25 +
254.87 +

0.02 

178.000
0.03 178.550
0.04 180.4000.05 

NEW0.07 
183.8300.04 

NEW
185.7000.07 

NEW0.06 
NEW

0.1 190.730
0.1 194.530
0.2 198.100
0.2 201.600

201.6000.01 
202.100
202.740
203.1000.02 

NEW
0.04 205.350

206.900
207.700

0.04 207.810
0.2 NEW0.01 

NEW0.02 
211.0000.02 

NEW0.02 
NEW0.01 
NEW0.01 

217.1500.02 
NEW0.08 

220.9000.03 
222..000
223.3000.02 
224.0000.02 
228.3000.02 

NEW0.05 
NEW

231.4000.01 
NEW

0.2 NEW
0.1 NEW

238.0000.03 
239.5500.01 
242.7000.02 
244.0000.01 
244.600

0.01 246.640
0.02 250.200

252.400
0.03 252.800
0.01 255.000

130
140
110
1.10
1.00
1.10

52.5
100
100
100
110

92
60

+ 10+ 
20+ 
40+ 
40+ 
90+ 
60

109.80
145.00
109.80

NEW
99.95

NEW
52.50

NEW
NEW

99.95
99.95
86.00
88.00
86.00
86.00
99.95
58.80

NEW
99.95
99.95
58.60

114.00
NEW
NEW

88.00
NEW
NEW
NEW

99.95
NEW

99.95
120.00

64.20
88.00
99.95

NEW
NEW

62.00
NEW
NEW
NEW

100.00
99.95

105.00
86.00
99.95
99.95
99.95
52.40
88.00
99.95

9.733
16.000
14.667

NEW
17.600

NEW
84.000

NEW
NEW

28.000
44.800

270.000
11.700
17.000

266.000
9.600

97.000
NEW

0.976
1.360
5.230

108.000
NEW
NEW

35.000
NEW
NEW
NEW

8.000
NEW

4.000
50.000

301.000
18.000

6.560
NEW
NEW

46.000
NEW
NEW
NEW

223.600
152.000

60.000
3.100
4.400
9.280
5.733

127.000
12.000

3.600

155
157
155
UNASS
157
UNASS
152
UNASS
UNASS
157
157
156
154
156
156
157
152
UNASS
157
157
152
157
UNASS
UNASS
154
UNASS
UNASS
UNASS
157
UNASS
157
160
152
154
157
UNASS
UNASS
152
UNASS
UNASS
UNASS
152
157
158
156
157
157
157
152
154
157

+100
+ 80
+ 90
+ 50
+ 4
+ 40

160 + 40 50 10+

58.8
130 .:!:. 10

110 !.10

97
0.98 + 0.04

2.0 + 0.1

150
120
140

99
100
102
130
121
140
150

80
64.2

100
100
100
100

62
100

70
100
100
120

90
98

118
120
130

52.4
101
130

+ 20
+ 10
+ 20
+ 8
+ 10
+ 10
+ 20
+ 9
+ 10
+ 20
+ 20

+100
+100
+ 70
+100

+ 

90+ 
60+100

+ 

20+ 
20+ 

9+ 
9

+ 10
+ 10

+ 9
':j:" 10

110 + 30
1.1 + 0.2

2.78 + 0.06
45 + 1

0.64 .:t. 0.02
1.02 + 0.03

5.5 + 0.5
19.9 + 0.9
1.89 + 0.03

8.3 + 0.4
50 + 20

301
110 + 60

52 + 3
9.7 + 0.5
3.7 + 0.2
46
2.2 + 0.2
1.4 + 0.2
5.8 + 0.2

223.6
250 + 40

50 + 20
3.25 + 0.06
19.8 + 0.5

5.0 + 0.1
8.2 + 0.2

127
26 + 1

18.6 + 0.5
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Table VII (continued) Epithermal Results: Resonance Parametf:rs

Energy ry rn
Energy ENDF r y ENDF (2agr n for

eV meV meV meV unassigned)
meV

1.46 + 0.09
40 + 1

1.11 + 0.03
31 + 3

0.96 .:!: 0.02
1.30 + 0.03

7.9 + 0.2
17.0 + 0.9

50 + 10
1.3 + 0.1
40 + 60

0.44 + 0.03
145

70 + 30
2.1 + 0.2
2.7 + 0.4
25 + 3
2.3 + 0.3
51 + 9
2.2 + 0.2

352
49 + 8
0.5 + 0.2

0.38 + 0.08

rn
ENDF
meV

ISO-
TOPE
ENDF

J
ENDF

256.46 +
258.01 +
259.25 +

260.53 +262.56.!

264.89 +
266.05 +
268.47 +

269.57 +
272.36 +
277.38 +
279.40 +

282.60
282.28 +

284.2 +
285.24 +
287.89 +
288.99 +
291.08 +
292.37 +
293.40
294.16 +295.79.!

298.0 +

0.06 255.200
0.01 257.500
0.02 NEW
0.01 260.500
0.01 NEW
0.01 NEW
0.01 265.610
0.01 268.020
0.03 269.200
0.02 NEW
0.06 277.200
0.03 NEW

282.600
0.05 281.640

0.1 NEW
0.05 NEW
0.04 287.330
0.03 NEW
0.03 290.770
0.07 NEW

293.400
0.01 293..700
0.08 NEW

0.1 NEW

101
91

102
120
104
110
110
140
120
100
100

98
49.1

110
100
150
100
140
100
130

71
130
100
110

+ 

10+ 
7+ 

10+ 
10+ 
10+ 
10+ 
10+ 
20+ 
20+ 
60+300+ 

10

99.95
88.00
NEW

99.95
NEW
NEW

99.95
99.95
88.00
NEW

105.00
NEW

49.10
99.95

NEW
NEW

99.95
NEW

99.95
NEW

71.00
99.95

NEW
NEW

3.733
34.000

NEW
21.867

NEW
NEW

6.400
10.480
28.000

NEW
18.000

NEW
145.000

38.400
NEW
NEW

14.240
NEW

65.333
NEW

352.000
36.800

NEW
NEW

157 1
154 ~
UNASSIGNED
157 1
UNASSIGNED
UNASSIGNED
157 2
157 2
154 ~
UNASSIGNED
158 ~
UNASSIGNED
152 ~
157 2
UNASSIGNED
UNASSIGNED
157 2
UNASSIGNED
157 1
UNASSIGNED
152 ~
157 2
UNASSIGNED
UNASSIGNED

+1
+.:t

+
+
+.:t

+ 30
+ 10
+ 10

were not included in ENDF. Six resonances present in E,NDF have been discarded because the
literature does not demonstrate their existence nor do the present measurements support their
existence. Parameters for several resonances, particularly those from IS2Gd, were not fitted because
the resonances were very weak. In these cases the resonances parameters are assigned ENDF
values and are listed in Table VII without any quoted errors.

VI.B.1 Results- Epithermal; The 1-10 eV region

Results of the SAMMY fit to the 1-10 eV region using thermal transmission and epithermal
capture data are plotted in Figure 17 and Figure 18. The scatter of data at 1.4 eV in Figure 17 is
due to the fixed indium notch. The resulting resonance parameters are given in Table VII. The
same three samples were measured in both transmission and capture, i.e., 0.025 mm (1 mil), 0.051
mm (2 mil), and 0.127 mm (5 mil) natural metal Gd. The radiation width for the weak 3.6 eV
resonance in 155Gd was not varied.

VI.B.2 Results- Epithermal; The 10-300 eV region

Results of the SAMMY fit from 10-300 eV are shown in Figure 19-Figure 54. Fifteen data
sets were used in the region above 10 eV. There were two separate transmission measurements.
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The first used a B4C overlap filter and included samples of the following thicknesses
0.127 mm (5 mil), 0.254 mm (10 mil), 0.508 mm (20 mil), 0.889 mm (35 mil), and 1.27
mm (50 mil). The second epithermal transmission measurement used a Cd overlap filter
and included samples of the following thicknesses: 0.508 mm (20 mil), 0.889 mm (35
mil), 1.27 mm (50 mil), 2.54 mm (100 mil), 5.08 mm (200 mil), and 1.02 cm (400 mil).
The capture measurement used a Cd overlap filter and included samples of the following
thicknesses: 0.025 mm (1 mil), 0.051 mm (2 mil), 0.127 mm (5 mil), and 2.54 mm (100
mil).

The resolved resonance energy region for I5.5Gd in the ENDF/B-VI evaluation
ends at 180 eV. As a result, fitting data above 180 c~V was perfoffiled without initial
estimates for resonance locations and widths, a challenging task.

Finally, if a resonance is clearly observed in both transmission and capture it has
been added to the database shown in Table VII. In these cases, the isotope and spin are
listed as unassigned and their associated neutron widths are given in Table VII as 2agr n
where 'a' is abundance and 'g' is the statistical weil?;hting factor, g = (2J+1) / [2(21+1)],
where I is the spin of the target nucleus and J is the total angular momentum of the
compound state (also known as the spin state of the resonance) in units ofh/27t where h is
Plank's constant. A more detailed discussion of the challenges and resolutions in the
epithermal region is presented in subsections VI.B.2.1 -VI.B.2.9.

VI.B.Z, Results- Epithermal; The 10-78 eV'region

An overview of the region is given in Figure 19 and Figure 20 for transmission
and capture, respectively. The corresponding resonance parameters are given in Table
VII. A challenging region to fit occurred at 33 eV.

The 33 eV region fit is shown in Figure 21 and Figure 22 for transmission and
capture, respectively. There is an energy mismatch between transmission (Figure 21) and
capture data (Figure 22) due to independent measurements of flight path and zero time.
The offset is ~0.03 eV, (see ~Eo in Table VI for the 33.14 eV resonance). The offset
does not affect the SAMMY fit. The resonances at 33 eV are identified in ENDF as a
triplet. The 33.0-33.9 eV region is also identified as a triplet in Reference 29. According
to these references, there are two 155Gd resonances and one 156Gd resonance in the triplet.
Two authorslZ.17 saw both 155Gd resonances and two authorsl0,30 saw the 156Gd resonance.
The triplet is unresolved in the current natural metal data. There is not enough
information in the current data to precisely specify the resonance parameters of all three
component resonances. Only the overall width of the triplet can be determined
accurately. Therefore the uncertainties on the resonance parameters for the two small
component resonances, 33.1 eV and 33.4 eV in 155Gd, are rather large.
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VI.B.2.2 Results- Epithennal; The 78-120 t~V region

An overview of the region is given in Figure 23 and Figure 24. The
corresponding resonance paran1eters are given in Table VII. Technical challenges in this
region occur at 80 and 96 e V.

The resonances in the 78-80 eV region are small and their energies were
constrained within SAMMY to stay near ENDF energies because the unconstrained
calculation was found to move the resonances. That is, SAMMY did not see sufficient
evidence that these resonances existed at the ENDF energies. But, at their unconstrained-
fit energies, the resonances remained small and insignificant, implying that there is no
compelling evidence in these data of their existence elsewhere either. Therefore,
uncertainties in resonance parameters in this region are large.

There is a Cd resonance at 89 e V which introduces some scatter in the data

(Figure 24).

The 94-98 e V region shown in Figure 25 and Figure 26 was also difficult to fit.
In addition to the resonance at 95.7 eV, there are two resonances (at least) at 96.5 eV.
The 96.5 eV region was treated as a doublet, and it fits the transmission data, but not the
capture data. Below 95.5 eV the calculation matches the capture data, but not the
transmission data.

Many radiation widths, if left unconstrained,. would be fit to unlikely large values.
These radiation widths were subsequently constrained. And their uncertainties in Table
VII reflect the possibility that the unconstrained values may be correct. A discussion of
uncertainties in the epithermal region is given in Sec:tion VII.B.

VI.B.2.3 Results- Epithermal; The 120-160 eV region

Resonances in this region are shown in Figure 27 and Figure 28. The initial calculation
using ENDF resonance parameters is reasonably close to the current data.

The SAMMY fit in the 120 eV region is a further illustration of fitting difficulties.
ENDF gives a single resonance at 120 eV. The fit to a single resonance is shown in
Figure 29. There appears to be structure at 120.0 eV. A small 'shoulder' resonance was
added to the fit at 120.0 eV, but the fit is still poor (see Figure 30). A two-step procedure
was tried where first, the high-energy side of the resonance only was fitted (120.8-122.0
eV), then the main resonance was fixed and the 'shoulder' was added. The fit did not
improve. The doublet fits were insufficient to justify including an additional resonance in
the final set of resonance parameters. The singlet fit shown in Figure 29 represents the
final resonance parameters. A level density analysis (Section VI.B.2.9) shows a large
probability of a multiplet.
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There are two large peaks in the data at 123 eVand 124 eV shown in Figure 31
and Figure 32. The neutron width fitted to the 123.:35 eV resonance is close to the ENDF
value. The peak at approximately 124 eV is a doublet whose resonance parameters
produce an improved fit to transmission capture data when compared to ENDF.

Initial fits to the 129-132 eV region were of rather poor quality. A resonance was
added at 131 e V and, as a result, the entire 129-132 e V region fits very well, see Figure
31 and Figure 32. The shape of the ENDF curve and the bulge on the high-energy side of
the large 130.79 eV resonance demonstrate that a n{~w resonance was needed.

Data in energy range 134-142 eV are shown in Figure 33 and Figure 34. ENDF
identifies two resonances near 135 eV, one at 134.7 eV in 155Gd and the other at 135.1 eV
in 157Gd. Curiously, both resonances have exactly the same neutron width in ENDF.
And an examination of the literature shows that no author saw both resonances. Fricke
et al.12 saw a resonance at 134.8 eV in 155Gd. But the same reference cites no resonance
near 135 eV in 157Gd. Also, Mughabghab and Chri(~nl0 did not see a 157Gd resonance
near 135 eV. Therefore, no 135 eV resonance in 157Gd was included in the present fit.

A review of the literature casts some doubt on the uniqueness of the three 157Gd
resonances given by ENDF at 137.9, 138.7, and 1351.3 eV, all with J=l. Fricke et al.12
saw only two resonances, one resonance at 137.8:!: 0.2 eV and one at 139.3:!: 0.2 eV. He
made no spin assignments. Mughabghab and ChrienlO saw only one resonance, at 138.9
:!: 1.5 eV, with no spin assignment. So, it's quite lik:ely that there are only two resonances
in 157Gd in the 137.9-139.3 eV range and the third one given in ENDF is extraneous.
Therefore, only two resonances were used in the pr(~sent fit. The ENDF assignments of
J=1 for both resonances were retained in the current fit. Mughabghab29 assigned J=2 to
the two of three resonances to which he assigns spin.

The 152Gd resonance given in ENDF at 140 I~V has not been varied in the current
fit. The reference for that resonance is not clear. It was not seen by Macklin15 who
measured that energy region. Anufriev14 saw this r(:sonance at 138 eV.

Three resonances at 148 e V are cited by EN:DF. Each of the three resonances, at
148.2 eV in 155Gd, at 148.4 eV in 154Gd, and at 148.31 eV in 157Gd was seen
independently by three different authors. All three Jresonances have been included in the
current fit.

VI.B.2.4 Results- Epithemlal; The 160-200 eV region

The fits to this energy region are shown in Figure 35 and Figure 36. The most
interesting areas in this energy range are at 165, 16~:, 170, 171, 173, and 185-eV, and
perhaps some interest in the 198-199 eV region. Fair resonances not discussed in this
section, Table VII shows they have been characteri~~ed similarly to ENDF. As usual,
152Gd resonance energies and parameters were not varied.
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The first region of interest is 164.5-168.6 e\' (Figure 37 and Figure 38). ENDF
and previous measurements designate one 154Gd resonance at 164.5 eV and one 157Gd
resonance at 164.83 eV The present measurement did not resolve this doublet.
Therefore, the shared area between the two resonan,ces could not be definitively
detennined without separated isotopes.

The next two ENDF resonances occur at 16~~.03 and 168.3 eV. Fricke et al.12 saw
these two resonances at the same ener9Y' They saw the smaller one in 157Gd and the
larger one in 155Gd. Karzhavini et al.l saw the 155Grd resonance at lower energy, but only
by 0.1 eV. Belyaev et al.16 saw the 157Gd resonance: at lower energy and assigned it J=2,
contrary to ENDF. Mughabghab and Chrienl0 also have the larger resonance in 155Gd at
168.3 eV. This doublet is not resolved in the present data. In the SAMMY fit, the widths
f 1570 the Gd resonance were fixed to ENDF values, and only the resonance energy was

varied. The spin assignment for the 157Gd resonancle was J=l, although the reference for
that spin assignment was not found and could not b(~ determined from the present data.
The parameters of the 155Gd resonance were varied.

The second region of interest is the 170-174 e V region. As shown in Table VII,
there are 6 resonances identified by ENDF in this energy range. Figure 39 and Figure 40
show data and the SAMMY fits in this region. ENI)F specifies a doublet at 170.3-170.4
e V and a second doublet at 171.25-171.4. A literatllfe review confinned that all four
resonances have been distinctl~ observed in data tak:en on separated isotopes (Fricke et
al.12, Mughabghab and Chrien °, Karzhavini et al.17.18, and Belyaev et al.16). The
SAMMY fit to the current natural metal data resulted in each doublet's resonance
energies being separated somewhat. The parameter:s of the lower ~170.3 e V doublet
remained close to ENDF while the widths of the ~1 '71.4 e V doublet are much larger than
those ofENDF. Figure 39 and Figure 40 show the increased area (beyond ENDF
specifications) of these resonances required to fit thc~ current data. The two remaining
resonances in this region occur at 173.5 eV in 155Gd and 173.8 eV in 152Gd. These
resonances are seen as an umesolved doublet in the current data. The parameters of the
152Gd resonance were fixed to ENDF values, while 1:he 155Gd resonance parameters were
fitted.

The third region of interest is 183-188 e V. I~NDF specifies only two resonances
in this region, a rather large resonance at 183.83 e V in 157 Gd and a resonance at 185.7 e V

in 152Gd. Figure 41 and Figure 42 show a broad peak at 183.9 eV, a second peak at
approximately 185 eV and a third peak at approxim:a.tely 187.4 eV. The 183-184 eV
shape could not be fitted with a single resonance. Therefore, a new resonance was
proposed at 183.2 eV. SAMMY then fitted that doulblet, assigning the stronger 157Gd
resonance at 183.94 eV and the weaker resonance a1: 183.2 eV.

The 185.7 eV resonance in 152Gd is visible in the ENDF calculations in Figure 41
and Figure 42. The data suggest a resonance which is much larger. Since the abundance
of 152Gd in a natural metal sample is so small, 0.1 %,. and the ENDF resonance energy not
aligned with the peak in the data, a new resonance vvas proposed at 185.1 eV. The
resulting fit shown in Figure 41 and Figure 42 is quilte good in this region. To
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demonstrate the need for this resonance, fits without the additional resonance are shown
in Figure 43 and Figure 44.

VI.B.2.5 Results- Epithennal; The 199-222 eV region

Resonances in this region are shown in Figure 45 and Figure 46. Four resonances
from ENDF have been excluded from the present aJlalysis; 201.6 eV in 156Gd, 202.74 eV
in 157Gd, 206.9 eV in 157Gd, and 207.7 eV in 152Gd. There are two reasons for these
omissions. First, no author has explicitly seen any of these four resonances. Second,
inclusion of these resonances does not improve the fit to the data.

There are four resonances listed in ENDF in the 201-203 eV region. The first of
these, at 201.6 eV in 154Gd was identified by Refere:nce 13. It has been moved to 199.4
eV in the present fit. The next two resonances, 201.6 eV in 156Gd and 202.1 eV in 156Gd,
have never both been observed. Mughabghab and Chrienl0 and Coceva and Stefanon3o
each saw a single resonance at 202.1 and 201.8 eV, respectively. However, two
resonances are listed in Reference 29 and in ENDF. Only one resonance is listed at 202
eV in 156Gd in the present analysis. Another specific omission of a resonance listed in
ENDF occurred at 206.9 eV in 157Gd. This resonanlce is small in ENDF, r n= 1.36 meV,
and cannot be traced to any of the Gd experiments cliscussed in this report. It does not
improve the fit and has been omitted from the present results. ENDF contains a 152Gd
resonance at 207.7 e V, but a review of the literature failed to reveal the source of this
resonance. While, in general, 152Gd resonances were not varied, this particular resonance
was omitted from the present analysis. The effect of removing this resonance on the
widths of the nearest resonance at 207.8 eV is negli;gible.

Seven new resonances have been added in tile 199-222 eV region. The first, at
203.1 eV, is a shoulder on the 202 eV resonance in 156Gd (see Figure 45 and Figure 46).
A new resonance has been proposed at 209.1 e V. It. is a shoulder on the larger 207.77 e V
resonance in, 157Gd. Five more resonances have been assigned at 210.32,212.32,213.68,
214.77, and 218.57 eV to account for structure apparrent in the data in Figure 45 and
Figure 46.

VI.B.2.6 Results- Epithennal; The 220-240 eV region

Resonances in this region are shown in Figure 47 and Figure 48. New resonances
were introduced at 229.52, 230.86, 232.85, 235.9, and 237.3 eV. This is the least number
of resonances that resulted in a reasonable fit to the data. As the fits to the data in the
figures show, more resonances may be needed. A dliscussion of the justification of new
resonances is given in Section VI.B.2.9.
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VI.B.2.7 Results- Epithermal; The 240-270 eV region

Resonances in this region are shown in Figulre 49 and Figure 50. New resonances
were introduced at 259.25,262.56, and 264.89 eV. These resonances are needed to fit
the data. The fit to the capture data is particularly E~ood..

VI.B.2.8 Results- Epitheffilal; The 270-300 eV region

Resonances in this region are shown in Figure 51 and Figure 52. Several
resonances were added to the ENDF database in this region. The first, a resonance at
272.36 eV is obviously needed to fit the data in the figures. Next is a resonance or
resonances at 277 e V. This energy region has been fitted with one resonance in the
present analysis. However, as shown in the figures, the fit could be improved. A second
resonance at 277 eV was postulated, and a superior fit was obtained, as shown in Figure
53 and Figure 54. This is an illustration of the situation in the region above
approximately 150 eV. The fits could be improved with the addition of more resonances.
However, in this case, the shape of the data shown in Figure 51 and Figure 52 is not
compelling enough to suggest an additional resonance.

The next large resonance or doublet occurs ~lt 282 eV. This energy region has
been fitted with one resonance in the present analysis. This is a good example of another
common occurrence at resonance energies above 150 eV. The resonance is strong in
both the capture and total cross section measUremeI1lts. A single resonance appears
insufficient to fit the capture peaks in Figure 52. The singlet and doublet fit at 282 eV is
shown in Figure 53 and Figure 54. However, in this case as well, the shape of the data
shown in Figure 51 and Figure 52 is not compelling enough to suggest an additional
resonance.

At 285 eV, a doublet was judged to be need(:d due to the shape of the data.
Therefore, a doublet, both new resonances, is used in the final fit shown in Figure 51 and
Figure 52.

One resonance appears in ENDF at 287.33 eV. The data show a doublet at 288
and 289 eV (see Figure 51 and Figure 52), and a resonance was added there. One
resonance appears in ENDF at 290.77 eV. The.data show a doublet at 291 and 292 eV
and a resonance was added there. One resonance appears in ENDF at 293.4 eV. There is
clearly a high energy shoulder on this resonance which is especially visible in the capture
data (Figure 52). Therefore, a resonance was added at 295.79 eV. Also, at 298 eV, a
resonance is visible, particularly in capture, and has been added to the database.

VI.B.2.9 Results- Epithermal; Justification Jtor New Resonances

Figure 55 shows a 'staircase' plot of gadolinium level density including all new
resonances added during the present analysis. The plot of observed levels vs energy

29



shows a good fit to a straight line which agrees Witll the statistical model of the nucleus
up to about 50 eV. All levels are s-wave. Element;al gadolinium is shown because there
is no assignment of isotope to the proposed new res:onances. Above 50 eV a significant
number of levels are missed. Therefore, even with the resonances added in the present
analysis, the expectation of constant level density vs energy is not exceeded.

VI.C Results- Resonance Integrals and Thermal Cross Sections

Thermal cross sections and infinitely dilute capture resonance integrals (RI) have
been calculated using ENDF and RPI resonance pa]~ameters. The isotopic ENDF
evaluations used are listed in Table VIII. These files were processed using NJOy28 into
pointwise (Energy, cross section) data and isotopic thermal (2200 mls) cross sections
were obtained. The original ENDF files were then modified by replacing the original
File 2 resonance parameters with those determined in the present work for all resonances
below 300 eV. All resonances listed in Table VI aIlld Table VII, except those designated
"UNASSIGNED" in those tables, were included. F'or each isotope the number of levels
and the energy region affected are shown in Table '/III. The resulting modified-ENDF
files were processed using NJOy28 and thermal cro:ss sections and resonance integrals
were obtained.

Thennal cross sections from the present measurem~nts are compared to those of
ENDF in Table IX and Table X. The units of all cr~JSS sections in the tables are barns.
The units of abundance are percent. The most significant departure of the present results
from ENDF thennal capture cross sections is in 157Gd. This 11 % reduction (from 254000
barns for ENDF to 226000 barns for RPI) is consistent with the ~9% reduction in neutron
width for the thennal157Gd resonance (see Table V:). An insignificant reduction in
thennal capture cross section is seen in 155Gd. This is due to the competing effects of a
7% reduction in neutron width compensated by a 3.7% reduction in total width (r n+r Y)
and an energy shift toward the thennal energy (0.0253 eV) point. The thennal capture
cross section of elemental gadolinium is ~9% lower than that calculated from ENDF

parameters.

A significant reduction ofthennal elastic cross section (Table X) of the present
results from ENDF occurs in 157Gd (from 1010 to 7'98 barns). Thennal elastic scattering
cross sections are proportional to r!. So, the reduction in thennal elastic cross section of
157Gd is consistent with the ~9% reduction in neutron width for the thennal157Gd
resonance (see Table VI). Thennal elastic scattering cross section for 157Gd has a large
uncertainty since it is essentially the small difference of two large numbers (total and
capture cross sections). 156Gd also exhibits a large deviation from ENDF in its small and
statistically uncertain thennal elastic cross section. 156Gd has only 2 resonances below
100 e V. The increase in its thennal elastic cross se(;tion is due to the substantial increase
in the neutron width of the 80 eV resonance (see Ta.ble VII). However, the uncertainty
on that neutron width (see Table VII) encompasses the majority of the increase.
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Table VIII -Details of the ENDF/B- VI evaluations used iIJI the calculations of thermal cross sections
and resonance integrals. The units of abundance are perl~ent. The rightmost column indicates the
upper energy of the resolved resonance region in the evaluation.

ENDF and RPI ENDF/B- VI Gd Evalu~'tions RPI
Resolved

Res(Jlnance
Re2ion

#
levels

Energy
Range

abundIsotope Evaluator, Date

---

Wright, 1994; Rev
2001

Gd152 0.20 < 2660 eV 0

Wright, 1994; Rev
2001

Gd154 2.18 < 2600 eV 20 -3 -270 eV

Chang,
Mughabghab 1999

Gd155 14.80 < 183.3 eV 92 0.02 -180 eV

Gd156 20.47
~Magurno, 

ENDF5 < 983.4 eV 6 33 -245 eV
Oh,Mughabghab,

1999
Gd157 15.65 < 3015.6 eV 54 0.03 -300 eV

Gd.158 24.84
21.86

Magumo, ENDF5
Magumo, ENDF5

-~

< 99~:O.4 eV 4
1

22 -277 eV
222 eVGd160 < 9668.66 eV

Resonance integrals (Table XI) are given for each isotope as well as their
contribution to the elemental values. The integrations extend from 0.5 eV to 20 MeV.
The low energy cutoff is above the thermal region cloublet. The elemental resonance
integral for Gd as measured is 2.8% a 1 b) larger than that of ENDF. The largestfr . I .'" .b ." 154 Gd d i58Gd i54Gd d 158GdactIona mcreases m isOtOpiC contri utIons occur ill an .an

have far fewer resonances than 155Gd or 157Gd. A 14% increase in 158Gd resonance
integral compared to ENDF was measured. This is dominated by the 22.3 eV resonance
whose neutron width changed by approximately the: same amount. The resonance
integral of 154Gd is 20% larger than that calculated j[rom ENDF parameters. The 154Gd
resonance integraris larger than ENDF due to larger widths for resonances at 22.5,49.63,
65.21, and 76.00 eV (see Table VII). 155Gd contribilltes more than half of the elemental
Gd capture resonance integral and its contribution i:s virtually unchanged when compared
to that calculated from ENDF parameters.
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Table IX -Thermal capture cross sections. A comparison ofENDF/B-VI to RPI results. Cross
section units are b~s. The units of abundance are percent.

0.165 10.0003721

Table X -Thermal elastic scattering cross sections. A comlparison ofENDF/B-VI to RPI results.
Cross section units are barns. The units of abundance are percent.

Thermal Elastic Crosi~ Sections
ENDF

Contribution
to Elemental

0.0468

0.159
,

8.99

1.16)c
!~

157. i
I
i

0.820 i
0.795
169.

RPI
AboodIsotope Thermal

Elastic
Thermal
Elastic

Contribution
to Elemental

Percent Percent

Gd152
Gd154
Gd155
Gd156
Gd157
Gd158
Gd160

Gd

0.200
2.18
14.80
20.47
15.65
24.84
21.86

23.4
7.29
60.8
5.64

1010.
3.30
3.63

0.0277
0.0941
-~

5.32--
0.68()
92.9--
0.48~;
0.470--
100.0

23.4
6.69
59.7
6.93
798.
3.27
3.63

0.0468

~
8.84
1.42
125.

0.812
0.794
137.

-~

0.0342
0.107
6.45
1.04
91.2

0.593
0.580
100.0

Table XI -Infinitely dilute neutron capture resonance integrals. A comparison of ENDF/B- VI to
RPI results. Cross section units are barns. The units of abundance are percent.

Capture Resonance In~~ral
ENDF

Contribution
to Elemental

0.952
4.73 :

228. ,
c

21.5 f
I

118. i

.-_I'
15.6 :

1.72
391.

RPI
AbuodIsotope Capture

RI
Contribution
to Elemental

Percent Percent

Gd152
Gd154
Gd155
Gd156
Gd157
Gd158
Gd160

Gd

0.200
2.18
14.80
20.47
15.65
24.84
21.86

Capture
RI

476.
217.
1540.
105.
755.
62.8
7.89

0.24;\
1.21
58.3
5.50
30.2
3.99
0.440
100.

476.
261.
1570.
104.
789.
71.5
7.66

0.952
5.69
232.
21.3
123.
17.8
1.68
402.

0.237
1.42
57.7
5.30
30.6
4.43
0.418
100.
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Vll. Discussion- Uncertainties

In Table VI and Table VII, estimated uncertainties (on the order of 10") are given
for the present measurements. The scope of the gadolinium measurements, using
multiple sample thicknesses, experiment types (transmission or capture), and two energy
regimes, is such that the final resonance parameters are derived from an overdetermined
system. That is, any subset of the overall data taken would be sufficient to specify the
resonance parameters. Several subsets should reproduce the resonance parameters within
their uncertainties. Therefore, the variability of the resonance parameters resulting from
SAMMY fits to different subsets of the overall data is a method to estimate the
uncertainty on the resultant parameters. These variabilities are most likely due to
systematic errors.

A systematic error is a bias, rather than a random error, and may be due to features
which are common to both capture and transmission measurements. The transmission
and capture measurements are independent and complementary methods for determining
resonance parameters. Features common to both types of experiments and possible
sources of systematic uncertainties include using the same electron accelerator, the same
neutron-producing target, the same method for determining flight path length, some of
the same Gd samples, and some of the same data acquisition electronics. Other potential
sources of error include capture flux normalization and the analytical descriptions of the
resolution functions.

Uncertainties generated from SAMMY calculations are Bayesian uncertainties
propagated from the counting statistics of the measurements. The purely statistical
Bayesian uncertainties generated by SAMMY are given in Appendix B in Table B-2.
These errors are generally small and do not reflect differences between data sets. That is,
the neutron width from two measurements which differ from each other by 1 %, but
which each have ~xcellent statistics, would have a very small SAMMY error. But, a
more reasonable error of the uncertainty surrounding any central value derived from these
two measurements would be 1 %. Therefore, the estimated uncertainties quoted in Table
VI and Table VII are based upon an envelope of plausible values representing the
differences between data sets of equal quality, often different samples from the same
measurement. The estimated uncertainties given in Table VI and Table VII represent a
realistic estimate of how well we believe the central values. They represent the
variability of the fitted results, defined in Section VII.A, below.

The uncertainties on the resonance energies, Eo, are based on a judgment of the
accuracy of flight path lengths and zero-time measurements. They are based on
discrepancies between different experiments (capture and transmission, epithermal and
thermal) which measure slightly different energies for the same resonances. The
maximum precision on resonance energies, Eo, quoted in Table VII is estimated to be five
significant figures. Uncertainties in sample thickness given in Table III are not included
in the final uncertainties given in Table VI and Table VII.
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VII.A Discussion- Uncertainties in the TheJmal Region

The uncertainties in sample thickness for liC;[uid samples are larger than those of
metals as shown in .The method used to determine the effective thickness of a liquid
consists of weighing the quantity of Gd2O3 necessaJry for 10 ml of GdNO3 solution in a
10 ml flask. Then a known weight ofDNO3 is add(~d to dissolve the Gd2O3. Next, a
known weight ofD2O is added to bring the volume to 10 mI. The concentration of Gd2O3
is the weight in grams divided by 10 mI. The weights are accurate to 0.001 % for a 5
gram sample. The accuracy of this method is limitt~d by the accuracy of the volumetric
flask, 0.2%. Each of the samples used is a further dilution of the stock solution,
introducing a second 0.2% error. Subsequent to the gadolinium sample preparation, a
second method was developed. It consists of prepaJring more of each solution than is
required, so that part of the batch can be extracted v",ith a precision (0.02% of volume)
pipette, fired and weighed. Experience has shown that estimates of sample thickness
from these two methods can differ by 2%. The second method is preferred since it
measures the final product. Application of this second method to the current
measurements would require destructively analyzin,g the liquid samples used in this
measurement which was not done. Therefore the uncertainty in sample thickness for the
liquid samples is less than or equal to 2%.

Five variations on the thennal fit were perfonned to define the envelope of
plausible resonance parameters. The results of thesl~ five methods are given in Appendix
B. The final uncertainties, given in Table VI, enve1op the range of plausible values for
resonance parameters resulting from these five methods.

The first uncertainty detennination method was a variation on the combined
transmission and capture fit described in Section V. It is called the two-step method.
The first step fitted the 157Gd resonance to 157Gd-sensitive data with the 155Gd resonance
fixed to the ENDF value. The second step fixed the 157Gd resonance parameters to the
result from step 1 and varied the 155Gd resonance to 155Gd-sensitive data. The detailed
results of this approach are given in Appendix B.

The second method quantified uncertainties not associated with the liquid samples
and their particular beam collimation system. Meta][ samples, while black in the thernlal
fefion, provide some infornlation in transmission i~ the win.gs of ~he resona.nce. The
5 Gd resonance parameters were fixed to ENDF values dunng thIS calculatIon. The

dominant resonance, at ::::0.03 eV in,157Gd, was vari(~d for this sensitivity. Each metal
sample measured in thernlal transmission was fitted separately. Also, a covariance-
matrix-linked serial SAMMY calculation was perfoJrrned with all three metal thernlal
transmission samples. The detailed results of these fits are given in Appendix B.

The third method quantified uncertainties not associated with capture flux
normalization. This was accomplished by eliminatiJr1g capture data from the fit. All
liquid and metal thermal transmission data was fitted in a covariance-matrix-linked serial
SAMMY calculation. The detailed results are givelll in Appendix B.
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The fourth method isolated and estimated the uncertainty due to capture
normalization. A neutron capture flux spectrum walS measured. Its magnitude was
normalized to the black subthermal region of a metal Gd sample (see section IV.A). A
;:::;10% discrepancy in neutron width of both resonalllces existed between these
measurements and those of transmission measuremlents. Both experiments are essentially
measuring capture since the contribution from scattering is <1 %. The neutron capture
measurement is more complex than the transmissio][1 measurement and has more inherent
systematic uncertainty. Therefore, capture yield da:ta were renormalized to transmission
results for the fit which produced the final resonance parameters. The fourth uncertainty
sensitivity study fitted thermal capture (4 samples, :~ enriched in 155Gd and 2 enriched in
157Gd) only and did not vary from the initial subthelma1-capture-data-based
normalization. The results for neutron width were predictably 10% larger than the final
KAPL/RPI widths.

The fifth method of uncertainty isolated and estimated the uncertainties associated
with reproducing a given transmission result. The 155Gd-enriched liquid sample named
LX-4 was measured in transmission twice within m'o weeks under similar experimental
conditions. The transmission data from these two experiments are shown in Figure 56.
A magnified view of these data in the region of the thermal doublet in Gd is shown in
Figure 57. The discrepancy of ~2% between data SI~tS in this region is reflected in the
~3% error quoted on the 155Gd 0.025 eV resonance's neutron width (see Table VI).

One of the only differences between the two LX-4 transmission measurements
was the pulse width (see Table I). Wider pulses prolduce more neutrons and therefore
higher counting rates. Differences between the resullts of the two LX-4 thermal
transmission e~periments may be count-rate related or they may represent our ability to
reproduce a thermal transmission result. This issue will be explored further in Section
VIII, Conclusions.

Uncertainties in the isotopic composition of liquid samples given in Table II are
not included in the final uncertainties given in Tabl(~ VI.

VII.B Discussion- Uncertainties in the Epithermal Region

As in the thennal range, Bayesian uncertain1:ies are generally insignificant
compared to those discussed in this section. Three additional methods to estimate
resonance parameter uncertainties were employed in the epithennal region. The
epithennal resonance parameters of Gd and the estimated uncertainties are given in Table
VII. Details of the components of the uncertainties are given in Appendix B.

The first method of determining uncertainty estimates the variability between data
sets. Transmission and capture fitted separately should agree within their errors to the
combined transmission and capture fit. Therefore, the deviation of a transmission-only
result or a capture-only result from the central value: was accepted as an estimate of a
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parameter's uncertainty. The central values obtaint~d in the combined transmission and
capture fit are weighted in favor of the transmission data since they had better counting
statistics. Therefore, transmission-only deviations :lre small compared to capture-only
deviations and are not presented here. The capture..only deviations from the final
parameters are given in Appendix B.

Secondly, a difficulty was encountered quantifying radiation widths and their
uncertainties. Capture resonances, where r y » rn , are insensitive to r y in both
transmission and capture. Therefore, the SAMMY Bayesian fits are very dependent on
initial parameters and initial uncertainties. The deUlult value of input uncertainties for
resonance parameters is 10% and was used in the current analysis. SAMMY fits of
radiation widths often result in large values (> 160 me V) that are nonphysical and which
do not improve the fits to the data significantly. Often results for radiation width are
arbitrary and simply increase by some percentage (::::20%) above any reasonable starting
point. The second method of estimating uncertainties assigned an uncertainty in radiation
width large enough to include the value calculated in an unconstrained SAMMY fit.
Also, the degree to which neutron width is affected by the constraint of radiation width
has been factored into the neutron width uncertainties quoted in Table VII. This was
particularly common in the region above 184 eV where the ENDF-defined resolved
resonance region for 155Gd ends and there are overlapping resonances. But this
phenomenon was observed as low as 96 e V. A furt:her note on runaway radiation widths:
experience suggests that radiation width fits to singJlet resonances which result in unduly
large values may indicate the presence of a multiple:t.

The third method was used only in the 10-80 eV region. There were questions
about the background treatment of epithermal transmission data that precluded their use
below 10 e V. Background issues persisted up to about 80 e V, see Figure 19. Therefore,
uncertainties in this region are set large enough to include the resonance parameters
resulting from a SAMMY fit including background variables (A + B/--JE).

In the cases where the above methods yield I~rrors smaller than those propagated
from the data by SAMMY, the SAMMY Bayesian (~rror is quoted in Table VII.

The largest of the independently calculated uncertainties described above is
quoted as the overall uncertainty for each resonance: parameter in Table VII. Many of
these errors are rather large, 50-100%, or more. Most often these are parameters from
minor resonances which are not resolvable from another larger resonance or a resonance
from a more naturally abundant isotope. The paramleters from the 154Gd resonance at
22.5eV are a good example of large errors in a resonance from a low abundance isotope.
This resonance could not be resolved from the 22.3 eV in the more abundant 158Gd. The
22.5 eV resonance is a major contributor to the resonance integral of 154Gd.

Large uncertainties in resonance parameters also occur when the component
resonances of an unresolved doublet are of compara.ble size. This occurs at 44 e V. Here,
the distribution of area under the peak between the 1:wo resonances is unknown in a
measurement of natural metal Gd samples. Therefore, Table VII shows large
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uncertainties on the parameters for each resonance. The total area under the measured
curve is well known, but none of the component widths is known with certainty. These
are conservative estimates of the uncertainties on each resonance parameter based upon
the methods described above. However, the uncert,ainty in the contribution to resonance
integral in this region is much better known than a propagation of individual resonance
parameter uncertainties would imply.

VIII, Conclusions

Resonance parameters were extracted from ,combined capture and transmission
data sets using the multi-level R-matrix Bayesian code SAMMY. The analysis included
Doppler broadening, resolution broadening and multiple scattering correcting of capture
data. Separate resolution functions for transmission and capture were used.

The present measurements assumed the same spin assignments as ENDF for all
resonances analyzed. Neutron widths and thermal (:2200 m/s) capture cross sections of
the thermal doublet are smaller than currently published (ENDF) values. The
conclusions of these measurements are as follows:

..

The neutron width of the 0.032 eV resonance in 157Gd is 9% smaller than that of
ENDF.
The neutron width of the 0.025 eV resonance in 155Gd is 7% smaller than that of
ENDF.
The radiation width of the 0.032 eV resonance in 157Gd is not significantly
different from that ofENDF.
The radiation width of the 0.025 eV resonance in 155Gd is 4% smaller than that of
ENDF.
The thermal (2200 m/s) cross section of 157CJd is 11 % smaller than that ofENDF.
The thermal (2200 m/s) cross section of 155CJd is not significantly different from
that ofENDF.

.

In the epitheffilal region, a great deal of improvement has been made to the Gd
resonance parameter database. In the energy region near 96 eV, and particularly above
165 e V, significant changes are suggested to ENDF parameters. New resonances have
been suggested where comparisons of data to calcu1lations clearly show they are needed

Any future gadolinium measurements must be improved beyond the current
methods. As described herein, there were internal inconsistencies between thermal
transmission and capture results and within thermal transmission measurements. The
magnitude of these inconsistencies was quantified by the uncertainties on the resonance
parameters quoted in Table VI. The internal incons:istencies within the data sets can also
be seen by the inability of a single set of resonance parameters to simultaneously fit
various data sets shown in Figure la-Figure 16.
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Uncertainty due to experimental methods was introduced due to the use of liquid
samples, whose diameters require special collimation of the neutron beam. Also, these
samples require an appropriate capture flux nom1alizer; i.e., a black liquid sample in a
cell with the same geometry as the nom1alized sam]ples. This was not available. Capture
data were nom1alized to a larger diameter metal Gd sample and a geometric correction
factor was measured and applied. Furthem1ore, thi~) metal flux nom1alizer was not
sufficiently black to allow flux nom1alization at them1al energies. The liquid sample
them1al capture flux was nom1alized at subthem1al energies.

The fifth method of uncertainty analysis in ~)ection VII. A discusses discrepancies
between similar transmission measurements made on the same liquid sample, LX-4. In
this comparison, the uncertainty in sample thicknes:s is eliminated as a variable. One of
the few differences in experimental parameters betvveen the two liquid sample thermal
transmission experiments is pulse width. Higher co,unt rates can be expected to be
associated with use of wider pulses. There may be "the introduction of deadtime concerns
associated with wide (> 1 J!s) pulses and high count rates. One useful experiment would
quantify the response of the thermal transmission dt~tector vs event rate. By observing a
pulse height spectrum from the 15-m 6Li glass transmission detector and its associated
electronics, one could see if legitimate pulses are be:ing "clipped" and discriminated out
under high count rate conditions. Until this effect is characterized, RPI linac cross
section measurements are being limited to use a ma:Kimum pulse width of 1 J!s.

The present thefll1al neutron capture experiments exhibited collimation issues and
questions of beam leaka§e past the samples. For thc~ liquid sample thefll1al capture
experiment, an annular 1 B collimator internal to th(~ capture detector was used.

Although a trimming collimator was also used, a very large high energy (short time-of-
flight) count rate was seen by the detector due to boron (n,ay) gamma rays from the
internal collimator. This shower of gammas paralY2~ed the detector for a few ms, but the
detector was fully recovered many ms later when thefll1al neutrons arrived at the detector.
The collimation system for neutron capture experiments at the RPI linac has recently
been improved. A brass collimator has been install(~d and tested. The system also
includes an annular loB collimator inserted into the ,detector shield but outside of the
detector itself.

Any future gadolinium measurement could avoid collimation questions by using
standard 5.04-cm (1.985-in) diameter samples which require no special neutron beam
collimation. The original purpose of designing small diameter samples was to preserve a
very small quantity of isotopically-enriched material. However, the present
measurements have shown that very dilute solutionE: would be effective in thennal
capture. Some of the very dilute solutions were of value in thennal transmission.
Therefore, it is believed that enough isotopically-enriched material could be recovered
from the current samples to make an adequate set oj:"thin, dilute samples in 5.04-cm
(1.985-in) diameter quartz cells.

If thicker, separated isotopic samples could be obtained, much progress could be
made on the ambiguities in the epithermal region.
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There are also questions about epitheffilal transmission results below 80 eV
introducing uncertainty into the resulting resonanc~: parameters (See Section VII.B). This
uncertainty in epitheffilal transmission background is most pronounced below 10 eV,
precluding the use of this region of the data. The treatment of background is the subject
of ongoing study.

Results in the epitheffilal region could be improved with the use of separated
isotopes. Samples would need to be thicker for this region than the sample produced for
use in the present measurement in the theffilal region. That is, grams of separated
isotopes would be needed for the measurements.
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Figure 1- Geometry of the quartz cells used for liquid samples for thermal measurements. Units are
mm.
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Figure 6- Signal-to-background ratios from the two metal sample epithermal transmission
experiments.

Figure 5- Signal-to-background ratios from the metal sample thermal transmission experiment.
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Figure 14- LX-6liquid Gd thermal transmission (experiment_a) data. The data shown have been
corrected for 0.56% beam leakage past the sample. The RPI fit represents a combined 13-sample
SAMMY fit to liquids and metals in transmission and capture. The sample is enriched in IS7Gd (see
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Figure 19- 0.S08-mm (20-mil) natural metal Gd transmission data in the 10-78 eV region. Data are
from the boron-filtered measurement. The RPI fit represents a combined IS-sample SAMMY fit to
epithermal metal transmission and capture data.
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Figure 20- 0.127-mm (S-mil) natural metal Gd neutron capture data in the 10-78 eV region. The RPI
fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 21- 0.S08-mm (20-mil) natural metal Gd transmission data in the 30-3S eV region. Data are
from the boron-filtered measurement. The RPI fit represents a combined IS-sample SAMMY fit to
epithermal metal transmission and capture data.
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Figure 22 -0.127-mm (S-mil) natural metal Gd neutron capture data in the 30-3S eV region. The
RPI fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture
data. There is an energy mismatch between transmission (Figure 21) and capture data due to
independent measurements of flight path and zero time. The offset is ~0.03 eV, (see L\Eo in Table VII
for the 33.14 eV resonance). The offset does not affect the SAMMY fit.
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Figure 23- S.O8-mm (200-mil) metal Gd epithermal transmission data. The RPI fit represents a
combined IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 24- 2.S4-mm (IOO-mil) metal Gd epithermal capture data. The RPI fit represents a combined
IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 25- S.O8-mm (200-mil) metal Gd epithermal transmission data in the 96 eV region. The RPI
fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 26- 2.54-mm (IOO-mil) metal Gd epithermal capture data in the 96 eV region. The RPI fit
represents a combined 15-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 28 -2.S4-mm (iOO-mil) metal Gd epithermal capture data. The RPI fit represents a combined
IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 29 -Final SAMMY fit to 2.54-mm (100-mil) metal capture data showing a single resonance at
120 eV. Neither the RPI parameters nor the ENDF parameters fit the data. Attempts to fit the
resonance as a doublet were unsuccessful (see Figure 30). The RPI fit represents a combined 15-
sample SAMMY fit to epithermal metal transmission and capture data.

"0
""Qj~
~
:J
a.
ro

()

Energy, eV

Figure 30 -An attempt to fit the 120 eV region as a doublet. A small 'shoulder' resonance was added
at 120.0 eV. The fit did not provide a compelling argument to add the 'shoulder' resonance to the
final set of resonance parameters.
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Figure 31 -S.08-mm (200-mil) metal Gd epithermal transmission data in the 130 eV region. The RPI
fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 32 -2.S4-mm (100-mil) metal Gd epithermal capture data in the 130 eV region. The RPI fit
represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 33 -S.O8-mm (200-mil) metal Gd epithermal transurlission data in the 134-142 eV region. The
RPI fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture
data.
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Figure 34 -2.S4-mm (100-mil) metal Gd epithermal captulre data in the 134-142 eV region. The RPI
fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 3S -S.O8-mm (200-mil) metal Gd epithermal transrnission data. The RPI fit represents a
combined IS-sample SAMMY fit to epithermal metal transmission and capture data.

Figure 36 -2.54-mm (IOO-mil) metal Gd epithermal capture data. The RPI fit represents a combined
I5-sample SAMMY fit to epithermal metal transmission !llDd capture data.
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Figure 37 -S.O8-mm (200-mil) metal Gd epithermal transmission data in the 166 eV region. The RPI
fit represents a combined IS-sample SAMMY fit to epithel:,mal metal transmission and capture data.
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Figure 38 -2.S4-mm (lOO-mil) metal Gd epithermal capture data in the 166 eV region. The RPI fit
represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 39 -S.O8-mm (200-mil) metal Gd epithermal transmission data in the 172 eV region. The RPI
fit represents a combined IS-sample SAMMY fit to epithelrmal metal transmission and capture data.
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Figure 40 -2.S4-mm (lOO-mil) metal Gd epithermal capture data in the 172 eV region. The RPI fit
represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 41 -S.O8-mm (200-mil) metal Gd epithermal transmission data in the 184 eV region. The RPI
fit represents a combined IS-sample SAMMY fit to epithelrmal metal transmission and capture data.
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Figure 42 -2.54-mm (100-mil) metal Gd epithermal capture data in the 184 eV region. The RPI fit
represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 43 -5.08-mm (200-rnil) metal Gd epithermal transl111ission data in the 184 eV region. The
SAMMY fit has no additional resonance at 185.1 eV. Comlparison to Figure 41 shows that one is
needed.
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Figure 44 -2.54-mm (100-mil) metal Gd epithermal capture data in the 184 eV region. The SAMMY
fit has no additional resonance at 185.1 e V. Comparison to Figure 42 shows that one is needed.

66



200 205 215 220210

Energy, eV

Figure 4S -S.08-mm (200-mil) metal Gd epithermal transmission data in the 200-220 eV region. The
RPI fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture
data.

Figure 46 -2.S4-mm (tOO-mil) metal Gd epithermal capture data in the 200-220 eV region. The RPI
fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture data.

67



1.0

0.9

0.8

0.7

c:
0

o~
cn
°E
cn
c:
~
I-

0.6

0.5

0.4

0.3

0.2

0.1

0.0
220 225 235 240230

Energy, eV

Figure 47 -S.08-mm (200-mil) metal Gd epithermal transmission data in the 220-240 eV region. The
RPI fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture
data.
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Figure 48 -2.54-mm (IOO-mil) metal Gd epithermal capture data in the 220-240 eV region. The RPI
fit represents a combined 15-sample SAMMY fit to epithermal metal transmission and capture data.
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Figure 49 -S.08-mm (200-mil) metal Gd epithermal transmission data in the 240-270 eV region. The
RPI fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture
data.

Figure 50 -2.54-mm (100-mil) metal Gd epithermal capture data in the 240-270 eV region. The RPI
fit represents a combined 15-sampleSAMMY fit to epithermal metal transmission and capture data.
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Figure 51 -5.08-mm (200-mil) metal Gd epithermal transmission data in the 270-300 eV region. The
RPI fit represents a combined IS-sample SAMMY fit to epithermal metal transmission and capture
data.
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Figure 52 -2.S4-mm (IOO-mil) metal Gd epithermal capture data in the 270-300 eV region. The RPI
fit represents a combined IS-sample SAMMY fit to epithel:-mal metal transmission and capture data.
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Figure 53 -5.08-mm (200-mil) metal Gd epithermal transmission data in the 275-284 eV region. The
RPI fits represent combined I5-sample SAMMY fits to epithermal metal transmission and capture
data. The "doublet" curve includes doublets at 277 and 282 eV. The "singlet" curve includes single
resonances at 277 and 282 eV.
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Figure 54 -2.54-mm (IOO-mil) metal Gd epithermal capture data in the 275-284 eV region. The RPI
fits represent combined IS-sample SAMMY fits to epithermal metal transmission and capture data.
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Figure 55 -'Staircase' plot of elemental gadolinium observed levels vs energy shows a good fit to a
straight line up to about 50 eV. Above 50 eV, even with the resonances added in the present analysis,
the expectation of constant level density vs energy is not exceeded.
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Figure 56 -Transmission data from a common sample (LX-4) in both liquid sample thermal
measurements. Experimental conditions were similar. The degree of reproducibility of the
measurement is an estimate of the associated systematic errors.
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Figure 57 -Transmission data from a common sample (LX-4) in both liquid sample thermal
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thermal doublet in Gd. The degree of reproducibility of the measurement is an estimate of the
associated systematic errors.
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Appendix A. Details of MCNP Calculations Used to Correct for
Geometry/Scattering Effec1;s

Initial calculations using SAMMY didn't agree with experimental data. SAMMY has
a limited geometry where only a single cell of a single composition can be specified. In
our case a homogeneous mixture ofGd and D20 is contained in a quartz ring (1D=1f2",
OD=2", front and back p.lates are 1/16" thick). For this geometry to be processed in
SAMMY, the quartz has to be either homogeneous.ly "mixed" in with Gd and D2O, or left
out entirely. The latter approach was chosen. Background was estimated by measuring
the detector response of a D2O-only cell.

The experimental data were processed by subtracting D2O-only-cell data from the Gd
plus D2O cell data. Correction factors, k, were calctuated with MCNpl (see Figure A-I)
to adjust the processed data to the SAMMY geometry.
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Figure A-I: Correction factors for sample LX-4.

I MCNP5TM -A General Monte Carlo N-Particle Transport Code, Version 5. The

Regents of the University of California, Los Alamos National Laboratory
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These factors account for the fact that neutrons can be scattered by quartz and
subsequently captured in Gd. These factors were calculated using three MCNP models:

1. A full representation of the cell: a homogeneous mix ofGd and DzO enclosed in
quartz housing (see Figure A-3: MCNP deck (Full cell).)

2. The Gd and D20 mix, retaining its geometr)', but not surrounded by quartz (see
Figure A-4: MCNP deck (No quartz).)

3. The original cell filled with D2O only (see F'igure A-5: MCNP deck (No Gd).)

Model # 1 is the experimental setup as measured. Model #3 represents the background
due to quartz and D2O. Model #2 is the SAMMY geometry.

The resultant data were processed with Mathcad2 to generate the following plot of
capture yields as a function of energy (Figure A-2).
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Figure A-2: Capture yields in different media.

Note that as the energy goes up (Figure A-2) the capture yield in the quartz cell with
D20 only becomes more significant.

The correction factors k, equation (A-I) are ratios of the capture rates in the mix
without any quartz container (Model #2) to the difference between a full model of the cell
and the quartz cell filled with heavy water only (Model #1 -Model #3)..

2 Mathcad@ll -MathsoftTM, Cambridge, MA
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(Gd + D2O)NO_quorlz
,k= (A-I)(Gd + D2O)Quartz

-(D2O)Quarlz

As is seen from Figure A-I the values ofk are on the order of2% in the region of
interest. They are above unity for neutron energies below 0.1 e V, and go below unity in
the region 0.1 eV < En < 1 eV.

These calculated correction factors were subsequently applied to the experimental
data.
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LX-4: A mixture of heavy water and Gd in a glass cell
C Cell cards for the problem
I I 9.986E-O2 I -2 -3
22 6.618E-O2 11-1.2-13#1
3 0 21 -22 -23 (-11:12:13)
4 0 -21 :22:23
C End of cell cards

C The cell's inner surfaces
I PY -.15875
2 PY .15875
3 CY .635
C The cell's outer surfaces
II P,Y -.31750

12 PY .31750

13 CY 2.54
C The problem's shell
21 PY -2.5447E3
22 PY .5
23 CY 3
C End of surface cards

MODE N
IMP:N,P 1 1 1 0
C A surface neutron source, 25.444(m) away from the front glass plate
SDEF SUR=21 POS=O -2.5447E3 0 RAD=Dl PAR=l DIR=l ERG=D2
Sll .635
SI2 2E-9 1.5E-5 $ Incident particle energy range from 2(meV) to 15(eV)
SP2 01
MI 01002.60c 6.6639E-Ol $ Deuterium

08016.60c 3.3320E-Ol $ Oxygen-16
64152.60c 4.4669E-08 $ Gd-152
64 I 54..60c 4.0916E-06 $ Gd-154
64155.60c 3.0885E-04 $ Gd-155
64l56.60c 7.2902E-05 $ Gd-156
64157.60c 1.5568E-05 $ Gd-157
64158.60c 1.0514E-05 $ Gd-158
64 I 60.60c 3.0203E-06 $ Gd-160
l4000.60C 3.3333E-Ol $ Natural Silicon
08016.60c 6.6667E-01 $ Oxygen-I 6

M2

C
FI:N II
FC I Neutrons crossing the front glass surface
CI 0 I
C
F4:N I
FC4 Neutrons absorbed in ad:
FM4 -II -2

C
F14:N2
FCl4 Neutrons absorbed in glass:
FMI4 -12-2

C
TO 4.75260E4 11.73i 1.O6226E5 1538i 2.60123E5 306i 7.5 1 323E5 &

41i 1.28892E6 12i 3.95132E6
FQTE
PRDMP 0 0 1 $ Creating an ASCII output file
NPS 1000000000
DBCN 174128995

Figure A-3: MCNP deck (Full cell).
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LX-4: A mixture of heavy water and Gd, no quartz
C Cell cards for the problem
I 1 9.986E-02 1 -2 -3
2 0 21 -22 .23 # 1
3 0 .21:22:23
C End of cell cards

C The cell's surfaces
1 PY -.15875
2 PY .15875
3 CY .635
C The problem's shell
21 PY -2.5447E3
22 PY .5
23 CY 3
C

End 

of surface cards

MODE N
IMP:N,P I I 0
C A surface neutron source, 25.446(m) away from the front plate of the cell
SDEF SUR=2I POS=O -2.5447E3 0 RAD=DI PAR=I DIR=l ERG=D2
SII .635
SI2 2E-9 1.5E-5 $ Incident particle energy range from 2(meV) to 15(eV)
SP2 0 I
MI OIOO2.60c 6.6639E-OI $ Deuterium

08016.60c 3.3320E-OI $ Oxygen-I 6
64152.60c 4.4669E-O8 $ Gd-152
641 54.60c 4.0916E-O6 $ Gd-154
64155.60c 3.0885E-O4 $ Gd-155
64156.60c 7.2902E-O5 $ Gd-156
64157.60c 1.5568E-O5 $ Gd-157
64158.60c 1.0514E-O5 $ Gd-158
64160.60c 3.0203E-O6 $ Gd-160

Neutrons crossing the front surface

C

FI:N 1
FCI
Cl 01
C
F4:N I

FC4
FM4 -I
C

TO

Neutrons absorbed in Gd and Heavy Water:I. 

-2

4.75260E4 1173i 1.06226E5 1538i 2.60123E5 306i 7.51323E5 &
41i 1.28892E612i 3.95132E6

FQTE
PRDMP 0 0 1 $ Creating an ASCII output file
NPS 1000000000
DBCN 350308103

Figure A-4: MCNP deck (No quartz).
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LX-4: Heavy water in a glass cell
C Cell cards for the problem
I I -1.105 I -2 -3
2 2 6.618E-02 11-12-13#1

3021-22-23(-11:12:13)
4 0 -21:22:23
C End of ce.ll cards

C The cell's inner surfaces
I PY -.15875
2 PY .15875
3 CY .635
C The cell's outer surfaces
II PY -.31750
12 PY .31750
13 CY 2.54
C The problem's shell
21 PY -2.5447E3
22 PY .5
23CY 3
C End of surface cards

MODE N
IMP:N,P I I I 0
C A surface neutron source, 25.444(m) away from the front glass plate
SDEF SUR=21 POS=O -2.5447E3 0 RAD=DI PAR=I DIR=I ERG=D2
SII .635
SI2 2E-9 1.5E-5 $ Incident particle energy range from 2(meV) to I5(eV)
SP2 0 I
MI OIOO2.60c 6.6667E-OI $ Deuterium

080 I 6.60c 3.3333E-OI $ Oxygen-I 6
14000.60C 3.3333E-OI $ Natural Silicon
08016.60c 6.6667E-OI $ Oxygen-I6

M2

C
FI:N II
FCI Neutrons crossing the front glass surface
CI 0 I
C
F4:N I
FC4
FM4 -II
C
F14:N2
FCI4 Neutrons absorbed in glass;
FMI4 -I 2-2
C
TO

Neutrons 

absorbed in heavy water:
-2

4,75260E4 1173i 1.06226E5 1538i 260123E5 306i 7.51323E5 &
41i 1,28892E612i 3,95132E6

FQTE
PRDMP 0 0 I $ Creating an ASCII output file
NPS 1000000000
DBCN 193323021

Figure A-5: MCNP deck (No Gd).
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Appendix B -Details of Uncertainty AnalysisB.1 

The Thermal Region

Table B-1 gives a summary of results from the five uncertainty determination
methods described in Section VII.A.

The final uncertainties, given on the fourth line of Table B-1 as well as in Table
VI envelop the range of plausible values for resonance parameters resulting from these
five methods.

The first uncertainty determination method was a variation on the combined
transmission and capture fit described in Section V. It is called the two-step method and
it is described in Section VII.A. The results of this approach are given on the fifth line of
Table B-1.

The second method quantified uncertainties not associated with the liquid samples
and their particular beam collimation system. The method is described in Section VII.A.
The results of this method are given on lines 6-8 of Table B-1. A three-sample metal
thermal transmission-only result is given on line 9 of Table B-1.

The third method for estimating uncertainties quantified uncertainties not
associated with capture flux normalization. The method is described in Section VII.A
The results are given on line 10 of Table B-1.

The fourth method estimated the uncertainty due to capture normalization. The
method is described in Section VII.A. This sensitivity study fit capture data only. It did
not vary capture normalization. Therefore the differences between these results and the
final KAPL/RPI results, where capture normalization was varied and reached a value of
0.9, is a measure of the sensitivity of results to the decision to normalize capture data to
transmission results. The results of the capture-only fit are given on line 11 of Table B-1

The fifth method of uncertainty isolated and estimated the uncertainties associated
with reproducing a given transmission result. The 155Gd-enriched liquid sample named
LX-4 was measured in transmission twice within two weeks under similar experimental
conditions. The differences in resonance parameters between single-sample SAMMY
fits from these two experiments is shown on the last line of Table B-1. Emphasis should
be placed on the results for the 155Gd resonance since this is the dominant isotope in this
enriched sample (see Table II).
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These are predominantly capture resonances:, so both transmission and capture
experiments essentially measure capture. The capttlre cross section is proportional to the
neutron widths of the doublet. Radiation width is a more subtle parameter to extract from
the data. Table B-1 shows that the resonance paranleters calculated by the various
methods are often outside the error bands around the KAPL/RPI central values.
However, the central values are based on renormali:ling capture during a simultaneous
transmission-dominated combined fit.

Table B-1 Summary of Thermal Fitting Results. The Variability of the Results Indicates the
Internal Consistency of the Data And Has Been Used to Es:timate Uncertainties in Resonance
Parameters

, l"Gd r 1~~Gd r y 155Gd r n Gd r n

IEo. eV I meV' meV V

IENDF

Uncertainties-
from Moller9

I KAPL7RPI 10.025

~

104.4 2.5

101.9

iji

.097

0.003
0.094

~

~
0.003I Est uncertainty

I Two-step
method

0.025

I-mil metal

only-

FIXED TO
ENDF

104.7 0.442

2-mil-~

5-mil~~!!!LI 

Metal

FIXED TO
ENDF

106.3 0.432

FIXED TO
ENDF

107.1 0.428
--~

FIXED TO
ENDF

104.2 0.437

I 

FIXED TO!ENDF

i

FIXED TO,ENDFI 

FIXED TO

ENDF
FIXED TO
ENDF
109.6
107.6

FIXED TO
ENDF-
FIXED TO
ENDF

~

FIXED TO
ENDF-
FIXED TO

ENDF-
0.108 -
0.119

0.029

0.030

0.030

0.029

0.032
0.031

120.2
105.5

L~

10A68

0.8 0.003 0.000 0.1 0.016
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Appendix B -Details of Uncertainty Analysis

B.2 The Epithermal Region

In addition to the SAMMY Bayesian errors" three methods of uncertainty analysis
in the epithermal region are described in Section V:[I.B. The methods are capture-data
only, SAMMY fits with unconstrained radiation widths, and SAMMY fits including
transmission background variables (A + B/-YE). The latter method was only employed in
the 10-80 eV region. Table B-2 has a column for e:ich of these uncertainties in each
resonance parameter, labeled L\cap, L\con, and L\bkg, respectively. Also the Bayesian
SAMMY errors, column labeled L\SAM in Table B-2, propagated from the errors on each
data point are also listed. These SAMMY errors arle from the final combined fit to
transmission and capture data. The largest uncertainty on each resonance parameter is
used as the final uncertainty in Table VII in Section VI.B.2. When all estimates of
uncertainty are zero in Table VII, the implication is that that variable was not included in
the SAMMY fits.
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Table B-2 (continued) Summary of Epithermal Uncertainty Sf,nsitivity Results

E D,cap D,con [:'sAM ry D,cap D,con ,~SAM rn
eV eV eV eV meV meV meV meV meV ~cap

meV
~con
meV

~SAM
meV

8.005E+1 6E-2 1E+0 OE+O 112.0 4.0 1.2
8.090E+1 3E-1 2E-1 OE+O 112.0 1.0 26.6
8.130E+1 4E-2 4E-2 1E-3 111.5 3.5 39.0
8.210E+1 3E-2 4E-2 2E-3 102.3 1.7 71.3
8.397E+1 2E-2 2E-2 2E-3 115.2 2.2 40.7
8.491E+1 1E-3 1E-2 3E-3 113.1 26.9 40.5
8.555E+1 OE+O OE+O OE+O 58.6 0.0 0.0
8.717E+1 2E-2 3E-2 1E-3 141.9 11.9 6.7
9.051E+1 1E-2 2E-2 3E-3 113.3 35.7 86.0
9.240E+1 OE+O OE+O OE+O 58.6 0.0 0.0
9.247E+1 6E-3 2E-2 7E-3 112.6 4.4 19.5
9.290E+1 5E-3 3E-2 4E-3 113.2 31.8 45.6
9.399E+1 1E-2 4E-3 6E-3 112.6 16.4 40.1
9.571E+1 3E-2 3E-2 2E-3 113.3 18.7 52.7
9.640E+1 2E-1 2E-1 OE+O 112.0 7.0 50.0
9.656E+1 5E-2 1E-1 2E-3 103.3 21.7 36.9
9.830E+1 2E-2 3E-2 1E-3 147.1 22.1 10.4
9.987E+1 7E-3 1E-1 2E-2 111.3 5.7 12.3
1.002E+2 3E-2 6E-2 3E-3 100.3 4.5 28.2
1.007E+2 2E-2 8E-2 8E-3 88.8 3.3 39.0
1.012E+2 3E-2 9E-2 2E-2 122.6 14.6 1.4
1.014E+2 1E-2 1E-2 2E-2 144.5 25.5 8.5
1.020E+2 3E-2 2E-2 7E-3 112.5 13.5 53.8
1.044E+2 7E-2 9E-2 5E-3 113.1 2.1 77.9
1.049E+2 1E-2 8E-2 2E-3 102.7 1.7 0.8
1.058E+2 1E-1 1E-1 1E-2 138.3 23.3 10.4
1.061E+2 6E-2 8E-2 1E-2 106.9 15.6 9.0
1.071E+2 4E-2 OE+O 4E-3 113.2 34.8 82.1
1.075E+2 2E-2 6E-2 1E-2 123.9 29.4 13.9
1.094E+2 OE+O 2E-2 3E-3 114.6 1.6 0.4
1.105E+2 OE+O 7E-2 1E-3 138.2 50.3 9.3
1.124E+2 2E-2 4E-2 2E-3 86.5 26.5 65.6
1.138E+2 3E-2 5E-2 1E-3 129.4 2.4 19.7
1.154E+2 3E-2 6E-2 1E-3 141.7 17.7 18.2
1.166E+2 1E-2 6E-2 2E-3 115.0 29.0 83.0
1.187E+2 1E-2 2E-2 4E-3 112.5 10.5 47.1
1.208E+2 1E-2 OE+O 9E-4 126.5 33.6 5.4
1.233E+2 5E-2 4E-2 2E-3 160.0 127.9 146.7
1.242E+2 8E-2 2E-2 4E-3 112.5 43.1 49.1
1.245E+2 3E-2 OE+O 1E-2 120.9 12.6 21.3
1.261E+2 2E-2 OE+O 2E-3 113.7 26.6 64.6
1.285E+2 2E-2 1E-2 8E-3 110.2 15.9 29.6
1.298E+2 OE+O 1E-2 5E-3 110.2 20.2 35.8
1.308E+2 1E-2 1E-2 4E-3 149.4 1.6 32.9
1.314E+2 OE+O OE+O 9E-3 129.7 5.4 1.2
1.330E+2 OE+O 1E-2 5E-3 138.9 18.0 11.6
1.339E+2 1E-2 1E-2 5E-3 110.3 23.2 27.5
1.351E+2 2E-2 2E-2 6E-3 110.8 60.3 62.0
1.380E+2 1E-2 8E-2 3E-3 121.3 12.9 75.3
1.382E+2 1E-1 2E-1 2E-2 101.1 2.9 11.8
1.389E+2 2E-1 1E-1 2E-2 93.7 5.0 2.1
1.394E+2 3E-2 5E-2 4E-3 96.6 42.0 68.1

0.0 0.31 3.39 0.56
0.0 1.44 0.02 0.09
1.0 24.31 2.01 0.56
1.0 7.07 0.60 0.07
1.0 10.31 0.01 0.14
1.0 2.22 0.30 0.01
0.0 5.11 0.00 0.00
1.9 11.09 0.39 0.16
1.0 2.51 0.22 0.13
0.0 142.00 0.00 0.00
1.0 2.14 0.05 0.00
1.0 3.48 0.07 0.05
1.0 0.64 0.09 0.02
1.0 7.07 0.16 0.36
0.0 3.76 0.70 0.02
1.0 22.02 0.42 0.12
3.0 11.74 0.44 0.22

:LO.8 2.52 0.16 0.20
3.2 43.20 0.10 1.27
5.7 47.69 6.99 2.71

:L1.1 1.32 0.01 0.21
JL2 .4 2.07 0.15 0.15
1.0 1.52 0.03 0.06
1.0 5.19 1.37 1.21
1.5 66.18 36.82 1.46

JL1.9 5.73 1.34 0.64
9.1 10.70 1.04 1.92
1.0 8.81 0.88 1.64
8.6 3.51 0.66 1.27
1.0 7.28 0.54 0.00
1.5 48.47 21.33 0.34
1.0 9.08 0.07 0.22
3.1 20.29 1.39 0.29
3.4 22.24 0.94 0.75
1.0 20.86 1.34 0.41
1.0 2.51 0.36 0.09
0.9 139.18 39.78 0.92
0.5 40.25 5.13 6.26
3.3 150.64 22.32 23.15

J.0.9 4.28 0.19 1.33
1.0 14.61 0.37 0.11
1.0 1.65 0.16 0.04
1.0 3.39 0.11 0.26
7.2 21.70 2.65 0.71
9.7 11.46 0.73 0.74

J.0.2 5.35 0.43 0.16
1.0 3.40 0.18 0.00
1.0 1.89 0.10 0.04
1.0 85.51 32.07 14.69
1.0 21.44 7.14 9.08
7.8 37.03 0.66 11.40
1.0 42.94 11.20 8.19

0.00
0.00
0.12
0.04
0.06
0.02
0.00
0.05
0.03
0.00
0.06
0.06
0.01
0.06
0.00
0.13
0.06
0.21
0.44
1.10
0.08
0.19
0.04
0.11
0.33
0.26
0.68
0.20
0.19
0.08
0.16
0.06
0.10
0.11
0.14
0.03
0.34
0.31
1.61
0.25
0.10
0.04
0.06
0.31
0.43
0.09
0.05
0.03
1.08
0.97
1.59
0.70
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Table B-2 (continued) Summary of Epithermal Uncertainty Sf~nsitivity Results

E l;cap l;con l;SAM ry l;cap l;con .~SAM rn
eV eV eV eV meV meV meV meV meV

~cap
meV

~con
meV

{!.SAM

meV

1.400E+2 OE+O OE+O OE+O 58.6 0.0 0.0
1.406E+2 5E-2 2E-2 9E-3 13~.2 6.8 2.3
1.413E+2 1E-2 1E-2 1E-2 118.1 2.3 0.4
1.438E+2 1E-2 OE+O 1E-3 128.3 29.6 1.3
1.457E+2 OE+O OE+O 4E-3 146.8 16.9 4.0
1.470E+2 OE+O OE+O 5E-3 131.5 1.2 3.7
1.484E+2 3E-1 1E-2 4E-2 114.1 1.3 2.7
1.482E+2 2E-1 1E-2 1E-2 118.0 22.4 4.9
1.486E+2 5E-2 2E-2 1E-2 135.3 27.1 13.2
1.495E+2 3E-2 1E-2 6E-3 110.7 5.9 41.5
1.504E+2 4E-2 3E-2 6E-3 111.8 15.7 37.5
1.506E+2 3E-2 OE+O 5E-3 76.1 11.9 26.9
1.523E+2 1E-2 1E-2 5E-3 147.6 38.0 31.7
1.538E+2 5E-2 2E-2 1E-2 156.2 30.5 17.1
1.564E+2 1E-1 7E-2 6E-3 111.7 57.7 76.5
1.567E+2 1E-2 2E-2 8E-3 142.4 45.4 44.9
1.600E+2 OE+O OE+O OE+O 58.6 0.0 0.0
1.600E+2 7E-2 OE+O 3E-3 112.7 2.1 47.7
1.616E+2 8E-2 OE+O 2E-3 151.8 17.6 2.2
1.648E+2 2E-1 OE+O 6E-3 98.4 7.1 0.0
1.650E+2 9E-2 OE+O 8E-3 99.7 16.1 81.5
1.682E+2 9E-2 OE+O 4E-3 122.6 1.0 0.0
1.686E+2 OE+O OE+O 4E-2 100.0 0.0 0.0
1.694E+2 1E-1 OE+O 2E-2 93.2 4.4 0.0
1.702E+2 1E-1 OE+O 1E-2 82.4 30.9 0.0
1.704E+2 1E-1 OE+O 9E-2 85.5 2.7 0.0
1.712E+2 2E-1 OE+O 6E-3 103.5 14.5 0.0
1.716E+2 1E-1 OE+O 8E-3 113.1 8.6 61.9
1.735E+2 1E-1 OE+O 3E-3 113.6 31.0 76.4
1.738E+2 OE+O OE+O OE+O 30.1 0.0 0.0
1.755E+2 5E-2 OE+O 4E-3 112.3 4.3 44.7
1.780E+2 2E-2 OE+O 1E-2 132.5 10.8 0.0
1.787E+2 3E-2 OE+O 5E-3 143.5 0.5 16.3
1.803E+2 4E-2 OE+O 1E-2 112.2 27.4 37.8
1.832E+2 5E-2 OE+O 1E-2 112.2 32.5 41.8
1.839E+2 7E-2 OE+O 6E-3 101.1 19.0 89.9
1.851E+2 4E-2 OE+O 1E-2 112.4 8.4 58.3
1.857E+2 OE+O OE+O OE+O 52.5 0.0 0.0
1.874E+2 7E-2 OE+O 3E-3 115.4 120.0 123.6
1.893E+2 6E-2 OE+O 8E-3 98.7 15.8 81.3
1.909E+2 1E-1 OE+O 3E-3 102.2 12.5 89.8
1.946E+2 1E-1 OE+O 2E-3 113.5 16.2 46.5
1.984E+2 2E-1 OE+O 1E-3 92.0 4.5 0.0
1.995E+2 2E-1 OE+O 1E-2 60.5 43.2 0.0
2.020E+2 1E-2 OE+O 2E-3 158.9 37.8 0.0
2.031E+2 OE+O OE+O OE+O 58.8 0.0 0.0
2.034E+2 OE+O OE+O 2E-2 129.3 10.2 0.0
2.058E+2 4E-2 OE+O 2E-2 106.8 3.8 0.0
2.078E+2 4E-2 OE+O 3E-3 146.6 18.9 0.0
2.091E+2 2E-1 OE+O 2E-2 115.8 7.7 0.0
2.103E+2 1E-2 OE+O 8E-3 137.7 20.8 0.0
2.116E+2 2E-2 OE+O 2E-2 98.7 6.7 0.0

0.0 78.80 0.00 0.00
11.3 4.89 0.34 0.23
10.8 1.69 0.08 0.05

1.6 60.63 13.69 0.03
9.0 6.52 0.27 0.06

:10.4 5.26 0.20 0.06
:11.1 8.56 0.86 0.23

8.6 45.69 9.66 1.99
9.9 24.21 1.49 0.26
1.0 35.74 2.48 0.30
1.0 77.51 25.91 12.09
4.3 23.35 6.99 4.79

:LO.2 6.22 0.77 0.47
:L2.6 1.07 0.24 0.10

1.0 28.65 11.67 7.65
7.3 12.63 4.69 4.35
0.0 2.83 0.00 0.00
1.0 10.31 0.48 0.00
4.9 21.63 0.79 0.00
2.9 157.92 1.43 0.00
1.0 22.85 6.23 0.00
5.6 30.58 3.65 0.00
0.0 3.33 0.00 0.00

:LO .1 3.42 0 .03 0 .00
7.8 8.32 1.29 0.00
8.7 4.85 0.12 0.00
3.3 116.73 42.13 0.00
1.0 18.32 0.97 0.00
1.0 33.16 1.82 0.00
0.0 86.00 0.00 0.00
0.5 4.25 0.56 0.00
1.0 13.39 2.15 0.00
1.0 16.97 0.96 0.00

J.0.7 9.690.040.00
1.0 11.51 1.59 0.00
1.0 34.36 7.62 0.00
1.0 3.45 0.70 0.00
0.0 84.00 0.00 0.00
1.0 31.11 1.48 0.00
1.0 15.88 4.99 0.00
1.0 64.56 64.64 0.00
1.0 64.37 77.87 0.00
0.8 200.19 96.41 0.00
5.1 77.10 51.94 0.00
2.9 54.68 11.21 0.00
0.0 97.00 0.00 0.00

J.1.1 8.35 0.35 0.00
J.0.2 2.01 0.11 0.00
2.8 106.00 30.93 0.00

J.0.6 5.76 1.16 0.00
J.0.9 14.18 0.31 0.00
7.6 44.66 0.14 0.00

0.00
0.11
0.06
0.25
0.08
0.08
0.69
2.88
1.16
0.50
1.74
0.74
0.09
0.03
0.90
0.52
0.00
0.10
0.15
2.36
0.80
0.30
0.00
0.19
0.24
0.45
2.02
1.01
0.23
0.00
0.10
0.09
0.24
0.34
0.30
0.47
0.07
0.00
0.28
0.29
0.47
0.37
0.53
1.33
0.29
0.00
0.27
0.07
0.61
0.17
0.20
1.36
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Table B-2 (continued) Summary of Epithermal Uncertainty S(~nsitivity Results

E i),cap i),con i),SAM ry i),cap i),con I1SAM rn
eV eV eV eV meV meV meV meV meV lIcap

meV
~con
meV

~SAM
meV

2.123E+2 2E-2 OE+O 2E-2 104.7 0.7 0.0
2.137E+2 1E-2 OE+O 2E-2 102.4 0.5 0.0
2.148E+2 OE+O OE+O 6E-3 130.6 16.0 0.0
2.172E+2 OE+O OE+O 7E-3 120.8 7.2 0.0
2.186E+2 2E-2 OE+O 8E-3 140.1 10.9 0.0
2.202E+2 8E-2 OE+O 1E-2 148.9 1.8.8 0.0
2.222E+2 3E-2 OE+O 3E-3 80.4 22.4 0.0
2.233E+2 OE+O OE+O OE+O 64.2 0.0 0.0
2.249E+2 1E-2 2E-2 6E-3 95.1 27.0 117.8
2.279E+2 1E-2 2E-2 4E-3 104.5 77.5 103.0
2.295E+2 1E-2 2E-2 5E-3 99.1 55.4 65.1
2.309E+2 5E-2 OE+O 8E-3 122.1 121.9 124.3
2.314E+2 OE+O OE+O OE+O 62.0 0.0 0.0
2.329E+2 OE+O OE+O 8E-3 99.7 74.0 90.9
2.359E+2 2E-1 1E-2 8E-3 74.4 22.6 62.6
2.373E+2 1E-1 4E-2 6E-3 102.1 100.7 119.0
2.380E+2 OE+O OE+O OE+O 100.0 0.0 0.0
2.396E+2 3E-2 OE+O 2E-3 124.8 17.5 0.0
2.432E+2 OE+O OE+O 3E-3 89.1 21.2 0.0
2.452E+2 2E-2 OE+O 1E-2 97.8 5.8 0.0
2.468E+2 OE+O OE+O 7E-3 117.9 7.4 0.0
2.488E+2 1E-2 OE+O 1E-2 115.7 5.7 0.0
2.505E+2 2E-2 OE+O 1E-2 126.2 10.1 0.0
2.524E+2 OE+O OE+O OE+O 52.4 0.0 0.0
2.532E+2 3E-2 OE+O 1E-2 101.2 0.8 0.0

I

2.549E+2 OE+O OE+O 7E-3 129.8 1.7 0.0
2.565E+2 4E-2 OE+O 6E-2 100.5 0.3 0.0
2.580E+2 1E-2 OE+O 1E-2 90.8 1.0 0.0
2.592E+2 1E-2 OE+O 2E-2 101.8 0.8 0.0
2.605E+2 OE+O OE+O 8E-3 124.4 12.2 0.0
2.626E+2 1E-2 OE+O 1E-2 103.8 0.7 0.0
2.649E+2 OE+O OE+O 1E-2 107.0 3.5 0.0
2.660E+2 OE+O OE+O 1E-2 109.6 3.8 0.0
2.685E+2 OE+O OE+O 1E-2 135.4 20.6 0.0
2.696E+2 3E-2 OE+O 1E-2 124.6 21.5 0.0
2.724E+2 2E-2 2E-2 1E-2 100.8 56.8 46.0
2.774E+2 6E-2 2E-2 4E-3 118.7 14.3 268.7
2.794E+2 2E-2 OE+O 3E-2 98.5 1.8 0.0
2.820E+2 OE+O OE+O OE+O 49.1 0.0 0.0
2.823E+2 5E-2 4E-2 5E-3 109.5 31.0 95.2
2.842E+2 1E-1 1E-1 2E-2 100..6 7.4 27.0
2.852E+2 5E-2 3E-2 2E-2 147.4 41.9 27.3
2.879E+2 3E-2 4E-2 1E-2 101.1 14.8 46.9
2.890E+2 3E-2 2E-2 2E-2 135.1 31..1 17.3
2.911E+2 2E-2 3E-2 1E-2 101.7 10.0 52.5
2.924E+2 7E-2 5E-2 2E-2 128.7 28.4 10.8
2.930E+2 OE+O OE+O OE+O 71.0 0.0 0.0
2.942E+2 1E-2 OE+O 6E-3 126.2 30.8 6.7
2.958E+2 8E-2 OE+O 2E-2 100.0 7.1 0.7
2.980E+2 8E-2 1E-1 1E-2 109.8 11.7 10.8

.10.1 3.12 0.03 0.00
9.9 9.19 0.18 0.00
6.1 46.58 3.97 0.00
9.2 19.85 0.92 0.00

:10.8 9.61 0.11 0.00
:11.8 8.26 0.41 0.00
1.8 54.87 24.78 0.00
0.0 301.00 0.00 0.00
1.0 111.48 56.25 8.47
1.0 52.42 2.03 3.21
0.5 49.55 2.39 2.67
1.0 33.00 0.12 1.97
0.0 46.00 0.00 0.00
1.0 18.88 0.63 1.62
1.0 68.82 9.20 10.97
1.0 29.78 0.77 0.97
0.0 223.60 0.00 0.00
1.4 247.68 39.00 0.00
2.3 46.76 16.29 0.00
9.0 3.25 0.05 0.00
9.2 19.81 0.48 0.00

JLO.3 5.01 0.02 0.00
JLO.8 8.180.140.00
0.0 127.00 0.00 0.00
8.6 26.16 1.15 0.00
9.8 18.58 0.53 0.00

J.O.O 1.46 0.01 0.00
6.5 39.69 0.23 0.00

J.O.O 5.68 0.06 0.00
8.3 30.53 2.53 0.00
9.8 5.18 0.01 0.00

J.O.O 6.610.100.00
J.0.1 7.86 0.23 0.00
J.O .0 17.05 0 .92 0 .00

8.9 53.62 12.71 0.00
1.0 11.64 0.57 1.03
1.0 36.48 55.52 5.38
9.9 2.24 0.15 0.00
0.0 145.00 0.00 0.00
1.0 74.95 28.67 4.82
1.0 18.84 1.85 0.04

11.5 14.38 1.80 2.16
1.0 25.11 3.36 0.53

11.2 20.79 0.95 2.33
1.0 50.53 9.45 0.39

J.1.0 19.59 1.38 1.54
0.0 352.00 0.00 0.00
5.8 48.61 7.55 0.09
9.9 2.92 0.85 0.02

J.0.3 3.40 0.71 0.08

0.12
0.28
0.54
0.28
0.15
0.16
0.31
0.00
1.30
0.44
0.51
0.51
0.00
0.28
1.19
0.33
0.00
0.90
0.30
0.06
0.30
0.10
0.16
0.00
0.74
0.29
0.09
1.05
0.15
0.47
0.10
0.15
0.17
0.33
1.65
0.20
0.27
0.10
0.00
0.70
0.60
0.40
0.53
0.71
0.92
0.59
0.00
0.59
0.12
0.25
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